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SIBA LLC
 FUSES
 Sizes:
 DIN VDE 0820CEE4
 High interrupt ratings, up to 300kA
 Ratings available for semiconductor protection
 Fuse holders, fuse bases an fuse clips available
 Features and Benefits
 UL 248-14
 IEC 60269
 Miniature FusesG
 SIBA Miniature Fuses
 5x20 · 6.3x32 · 5x255x30 · 8x40 · 8x508x85 · 10x85 · 8x120 · 8x150
 Axial leads: 5 x 20 · 6.3 x 322 pin fuses KS, Ø 8.4 mmSMD fuses: 0402 · 0603 · 0805· 1206
 2.6x6.1 · 4.5x8 · 4.5x16
 Voltage ratings 25 V - 10 kV
 Operation class: aR F T M FF TTT/D
 very quick actingvery quick actingtime lagmedium time lag very fast actinglong time lagtime delay
 Standards: IEC 60127
 Cylindrical fuses:
 gPV photovoltaic
 Approvals
 UL 512CSA-C22.2 No. 248.14BEAB
 G
 572
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 573
 G
 General Information
 General Product Information Technical notesSelection diagram
 Sub-miniature Fuses
 Chip 0402, 0603, 0805, 1206 2.6 x 6.1 mm (SMD) 4.5 x 8 mm (SMD) 4.5 x 16 mm (SMD) 8.4 x 7.6mm2.3 x 8 mm
 G-Fuse Links
 5 x 20 mm 10x 51 mm5 x 25 mm 5 x L mm 5 x 30 mm 6.3 x 32 mm 8 x 40 mm8 x 50 mm / 8 x 85 mm 8 x 120 mm / 8 x 150 mm
 G-Fuse Holders and Fuse Bases
 590 - 591592 - 596
 597
 632
 Page574 - 576577 - 580
 581
 582 - 585586 - 587588 - 589
 598 - 613614
 615 - 617618619
 620 - 629630631
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SIBA LLC
 FUSES
 574
 Page RoHS
 IEC 60127-2/1, EN 60127-2/1, VDE 0820-2/1DIN 41571-1
 DIN 41571-2
 DIN 41571-2 IEC 60127-2/3, EN 60127-2/3, VDE 0820-2/3 IEC 60127-2/6, EN 60127-2/6, VDE 0820-2/6 IEC 60127-2/6, EN 60127-2/6, VDE 0820-2/6 IEC 60127-2/5, EN 60127-2/5, VDE 0820-2/5DIN 41571-3
 UL 248-14, CSA C22.s No 248.14Special Type
 Special Type
 DIN 41572DIN 41576-1
 G
 UL 248-14, IEC 60127- 4 UL 248-14, CSA C22.s No 248.14
 DIN 41576-2
 UL 248-14, IEC 60127- 4
 Special Type IEC 60127-2/2, EN 60127-2/2, VDE 0820-2/2
 UL 248-14, IEC 60127- 4
 Lloyds Approved
 DIN 41577T,2
 UL 248-14, CSA C22.s No 248.14 IEC 60127 IEC 60127-4 UL 248-14, IEC 60127-4/2 IEC 60127-4
 IEC 60127-3/3, EN 60127-3/3, VDE 0820-3/3
 UL 248-14, CSA C22.s No 248.14
 IEC 60127-3
 IEC 60127-3/4, EN 60127-3/4, VDE 0820-3/4
 UL 248-14, CSA C22.s No 248.14
 UL 248-14Special TypeSpecial Type
 5 x 20
 ArticleNumber
 166000
 165000165050
 16605016650016655019600070001407000740
 179020179021171100172000172100172200179120179150179200179200SMD173100179500190000171525
 F164000164050164500164550
 151000152000153000154000157000158000
 teristics[mm]
 Rated
 618
 5 x 20
 596
 450VAC/250VDC F
 5 x 20 250VAC T 300A
 10 x 51 60VAC 1.5kA614615 5 x 25 250VAC F 1.5kA
 607 5 x 20 T 150A608 5 x 20 T 1.5kAAC/DC250VAC/300VDC
 250VAC
 606
 172525700190817152617252670089137001607700170770014077001205
 FM
 50A/80A
 80A/1.5kAM250VAC
 160000161000160016
 (35A / 10xIRat)8.4 x 7.6
 1.5kA
 8.4 x 7.6
 594
 595
 8.4 x 7.6
 8.4 x 7.6 50A
 (35A / 10xIRat)
 613
 5 x 25
 RatedDimensionsVoltage
 32VDC
 32VDC
 32VDC
 1.00 x 0.51.55 x 0.85
 FF
 M
 T
 T 50A
 125VAC/DC
 5 x 20 F
 2.3 x 8FF 300kA/1.5kA
 5 x 20
 601
 250VAC
 250VAC
 305VAC
 5 x 20 250VAC TT (35A / 10xIRat)
 100A100A
 603
 63VDC
 125VAC/DC
 5 x 20 F
 Charac-
 (35A / 10xIRat)
 1.5kA/1kA
 80A/1.5kA
 586
 2.00 x 1.253.20 x 1.6
 587588
 605 5 x 20 M 1.5kA
 4.5 x 16
 2.60 x 6.1
 4.5 x 8.0
 599
 589
 FTT
 5904.5 x 8.0 F
 BreakingCurrent
 50A50A50A50A
 50AAC/DC
 50AAC/DC
 FFFFFF
 582583584585
 T
 5 x 20 FF 10kA/300kA
 F
 5 x 25
 250VAC
 250VAC
 250VAC
 250VAC
 125VAC/DC
 250VAC
 400VAC
 250VAC
 250VAC
 250VAC 1kA/300A
 T (35A / 10xIRat)
 250VAC
 250VAC
 250VAC
 604 5 x 20 M80A
 1kA/300A
 598597 F 300ADC/50AAC
 617
 5 x 25 250VAC
 70kAAC/10kADC
 5 x 25
 616 5 x 25 250VAC M
 593
 609 5 x 20 250VAC T 1.5kA610611612
 5 x 20 250VAC T/D 35A/100A
 5 x 20 F
 5 x 20
 592
 602
 8.4 x 7.6 (35A / 10xIRat)
 250VAC
 General Product Information
 Standard or Description
 UL 248-14
 163016 591 4.5 x 16 250VAC TT 135A
 7018040 600 5 x 20 660VAC aR(FF) 100kAAC/DC
 RoHS
 G
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 G
 199016199018
 1895007006526183000
 500VAC - 250VAC
 CompanyCompanyCompanyCompanyCompanyCompany
 30kAAC/DC
 199019
 7009463626
 623 6.3 x 32
 625 6.3 x 32 600VAC
 Fuse Base
 8 x 120
 Special Type
 Special TypeShort circuit protection only IEC 60269-4, VDE 0636 Tail 4 IEC 60269-2/4Special TypeSpecial TypeSpecial TypeSpecial Type
 199060
 184000
 185000
 186000
 (35A / 10xIRat)
 Company
 Following IEC 60269-4DIN 41686DIN 41570
 DIN 41569
 DIN 41683
 DIN 41684
 CompanyCompany
 187000
 7103401631
 7103701
 7104001
 7104301
 632
 166602199073199207199487199429
 199015A
 710290171030017103101
 6kVAC
 7103702 10 x 85
 199012199015
 7006584189000189020
 Fuse Base, 6.3A, 4W
 Fuse Base, 2A 4WFuse base PCB for 8.4 x7.6 subminiature fuse, 6.3A
 Fuse Clips PCB for Ø 5mm, 6.3A
 Fuse Clips PCB for Ø 6.3mm, 10AFuse base SMD, 6.3AFuse base cover
 Fuse base PCB, 6.3A
 6.3 x 32 T 1.5kA/10kA
 10 x 8510 x 8511 x 79
 Company
 629 6.3 x 32
 8 x 150 10kVAC 35A
 630 8 x 40 500VAC
 3kVAC Fuse Holder, 6.3A, 4W3kVAC
 5 x 20
 621
 250VAC
 6.3 x 32 400VAC gRL 120kA
 6kVAC
 10kVAC
 12 x 10012 x 15012 x 200
 35A
 624
 199011
 8 x 150 10kVAC
 6.3 x 32 250VAC T
 619
 189100189140
 aR(FF)
 171530 FM
 8 x 85 3kVAC
 Ø 6.3mm
 F 50kA/1.5kA6.3 x 32
 Fuse Base
 Fuse Base
 Fuse Base, 4A 4W
 8 x 50 1.2kVAC Fuse Base
 627
 1000VAC/DC
 5 x 20
 8.4 x 7.6 250VAC
 Ø 5mm
 5 x 20250VAC
 5 x 20
 8 x 50
 8 x 85
 1.2kVAC
 F
 35A
 35A
 6.3 x 32400VDC gPV 30kA
 T/D 100A/10kA
 F 80A/1.5kA
 3kVAC
 M
 M/F
 620 6.3 x 32 700VAC/500VAC FF
 500VAC/440VDC
 F 50kA
 8 x 120 6kVAC
 250VAC/300VDC
 250VAC
 5 x 30 500VAC 50A/80A
 80A/1.5kA
 250VAC/125VAC
 1725307012540
 F (35A / 10xIRat)250VAC
 628
 6.3 x 32622
 F
 FF
 F
 F
 FT
 T
 aM
 T
 7011552701292770129527017182
 70029277002924
 70030247003124
 10 x 85
 7017240
 General Product Information
 1kVAC
 1kVAC
 70115097011527
 11 x 7910 x 85
 12 x 10012 x 10012 x 15012 x 200
 Fuse base cover
 3kVAC
 1.5kVAC/1kVDC
 1.5kVAC/1kVDC
 3kVAC
 3kVAC
 6kVAC
 10kVAC
 1kVAC
 Fuse base PCB, 6.3aFuse base coverFuse base PCB, 6.3a
 RoHS
 G
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 G
 72001087200109
 199040199045
 199030199035
 199055199070
 10A VDE/16A UL6.3x32
 5 x 20
 199050
 199550
 250VAC
 5x20/6.3x32 250VAC
 Fuse holder panel mount, bayonet cap, solder
 Fuse holder panel mount w/ screw carrier, solder7100129199052
 71001277100128
 640199555199552
 199511
 Fuse holder panel mount w/o bayonet carrier, solder
 Fuse holder panel mount, screw cap, 2.8mm plug or solderFuse holder PCB vertical, bayonet capFuse holder PCB horizontal, bayonet cap
 5x20/6.3x32 250VAC
 5 x 20
 500VAC/250VAC
 6.3A5 x 20 250VAC 6.3A
 5x20/6.3x32
 250VAC
 Fuse holder panel mount w/ bayonet carrier, solder
 16A VDE/30A UL
 250VAC
 5 x 20
 5x20/6.3x32
 250VAC6.3x32
 204001204002
 199022
 Fuse holder panel mount, bayonet cap,4.8mm plug or solderFuse holder panel mount, bayonet cap, solderFuse holder inlineFuse base SMD Fuse base PCB
 Fuse carrier bayonet cap Fuse holder panel mount, w/o cap, 6.3mm plug or solder
 Fuse holder PCB mount, w/o cap
 10A VDE/10A UL250VAC
 Fuse carrier bayonet for 5x20Fuse carrier bayonet for 6.3x32
 Fuse carrier screw cap for fuse holder
 642
 640
 199080199090
 199531199530
 642
 204000
 710011471001167100123
 6.3x32
 Fuse holder PCB horizontal mount w/ bayonetFuse holder PCB vertical mount w/o bayonetFuse holder panel mount w/ out carrier, solder
 500VAC/250VAC 16A VDE/30A UL
 6.3x32 250VAC 10A VDE/16A UL
 250VAC
 199552
 640
 5 x 20 250VAC 6.3A
 Press on lead end cap PCB, lead Ø 0.65mm Press on lead end cap PCB, lead Ø 0.8mm Press on lead end cap PCB, lead Ø 1.0mm Press on lead end cap PCB, lead Ø 0.8mm Press on lead end cap PCB, lead Ø 1.0mm Fuse base PCB
 641
 6.3A max
 6.3x32 250VAC
 10A VDE/16A UL
 6.3x32 500VAC/250VAC639 10A VDE/20A UL
 10A VDE/16A UL
 Ø 5mm10A max
 639 6.3x32
 6.3A
 6.3A250VAC
 5 x 20
 10A VDE/16A UL
 5 x 20 6.3A
 5 x 20 250VAC 6.3A
 16A max
 Fuse holder panel mount, w/o cap, 6.3mm plugFuse carrier screw cap for fuse holderFuse holder PCB mount horizontal w/ bayonet carrierFuse holder PCB mount vertical w/ bayonet carrier
 10A max10A VDE/16A UL
 6.3A VDE/10A UL
 6.3x32
 250VAC
 250VAC 6.3A
 641
 Fuse holder panel mount, screw cap, 2.8mm plug or solderFuse holder panel mount, screw cap, 2.8mm plug or solder
 5x20/6.3x32
 250VAC
 250VAC
 642 Ø 6.3mm12.5A max
 204101 20A max204100
 7100124 10A VDE/20A UL
 6.3x325x20
 5x20/6.3x32 250VAC
 643
 General Product Information
 636
 637
 199537 5x20/6.3x32 500VAC/250VAC 10A VDE/16A UL638
 10A VDE/16A UL
 RoHS
 G
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 577
 3.2 Rated Current Irat
 output amplifiers. They are often used in industrial applications as primary fuses, where in the event of a fault they separate the defective module from the voltage supply in order to forestall any greater damage. Fuse-links for direct mounting on printed circuit
 components and PCB traces that might be destroyed by excessive current loads.
 The traditional miniature fuse is cylindrical in shape, with a diameter of 5mm and a length of 20mm. There is also a design usedinternationally which has the dimensions 6.3 x 32mm. Depending on their rating, these fuses, whose characteristic might be very quickacting to long time-lag, can switch off short circuit currents of up to several kiloamperes at mains voltages of up to 1 000 V.
 Sub-miniature fuses (KS) are used for through hole assembly on printed circuit boards. Whether their characteristic is quick acting or time-lag, these fuses with a rated voltage of 250 V are used in primary circuits for protecting mains transformers and in
 boards are used among other things for the secondary current supply in low power devices. In the event of a fault they serve to protect
 3.3 Rated Breaking Capacity I1 at Urat
 the maximum fault current and the time constants of the fault current circuit.
 The rated current given is the r.m.s. value. Under prescribed conditions, the fuse-link can operate permanently at the rated current level. Ambient conditions, cyclic currents and special assembly conditions can lead to a de-rating of the rated current. The Ib
 Technical NotesMiniature fuses are automatic switchgears that protect electrical plants, appliances and modules from inadmissibly high current
 loads . They have various applications. Miniature fuses are used in consumer electronics for safeguarding power supplies and power
 The rated breaking capacity characterizes the maximum current I1 that the fuse-link can properly switch off at the rated voltage. In certain applications it may be necessary to reduce the expected short-circuit current by means of additional impedances in theelectric circuit.
 operating current must not be greater than the rated current during normal operation.
 Irat ≥ Ib
 SMD fuses at rated voltages of up to 250 V are available for surface mounting on printed circuit boards. Their applications are similar to those of the sub-miniature fuses (KS) described above. As regards their breaking performance, they are also designed with the special requirements of the telecom industry in mind.
 Miniature fuses consist of the fuse-link and the fuse holder. The fuse link contains the fuse-element and must, after the latter has melted, be replaced by a new fuse-link. The fuse-element can continuously carry the rated current under given conditions. When the rated current has been exceeded, the fuse-element melts above a value prescribed by the standards, and the electrical circuit is broken The duration of the melting process is prescribed in the relevant standards.
 The fuse-link is inserted into a fuse-holder. The latter consists of the fuse base (mount) and the (screw or bayonet) fuse carrier. The fuse base is firmly mounted in the device to be protected and provides the electrical connection. The fuse carrier receives the fuse
 2 Designs
 1 Introduction
 Operation at direct voltage is possible if the rated voltage is reduced; we will be glad to advise you on this matter if you provide us with
 secondary circuits for selective protection of the modules.
 link, allowing easy replacement. Open fuse holders and clips are often used besides such ’enclosed’ fuse holders.
 3.1 Rated voltage (nominal voltage) Urat
 The rated voltage of a fuse link is given as the r.m.s. value of a sinusoidal alternating voltage at 50 Hz. All the test conditions are laid down in accordance with it. The voltage Ub driving the short circuit current must not be greater than the rated voltage.
 Urat ≥ Ub
 3 Terminology
 I1 ≥ Ip
 G
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 gPV
 F
 Very quick acting
 Quick acting
 M Medium time lag
 T Time lag
 TT Long time lag
 For protection of photovoltaic systems
 Short circuit protection for semiconductor components ( diodes, thyristors, triacs, transistors, MCT, etc.)
 Full range protection of semiconductors and their supply lines
 Protection against high overload and short circuit currents, fuses are used in electrical circuit without inrush current pulse, or as mains fuses Used primarily at low operating voltages, if no high inrush currents have to be taken into account.
 For high inrush currents have slow decaying transients(e.g. transformers).
 For very high and long lasting inrush currents(e.g. motors)
 The operating integral is calculated by integrating the square of the current over the total operating time of the fuse link. Thevalue is a measure of the load on the downstream components during breaking operation of the fuse link in the event of a short circuit.
 filled with quartz sand.
 4.5 The terminal capsA copper alloy is usually used as working material for the terminal caps. The caps are plated by means of a special surface
 gRL
 The pre-arcing integral is calculated by integrating the square of the current over the pre-arcing time. The value indicates theelectrical load that leads to the melting of the fuse-element. The value for the pre-arcing integral is determined at a test current of10xIrat and is as a typical value.
 ∆3.7 Power dissipation Pv
 The Power dissipation of a fuse link is calculated by multiplying the conventional nonfusing current Inf by the voltage drop Udetermined at this load after an hour.
 4 Structure of miniature Fuse-Links
 4.1 The glass tubeIf the maximum expected short circuit current (prospective current Ip) is not greater than 35A or max. 10xIrat, then a miniature
 fuse link with an unfilled glass tube is used. This fuse-link has the advantage of a relatively low voltage drop.
 Prospective currents of up to 1 000A can be switched off at the rated voltage by a combination of quartz sand filling as extinguis filler and reinforcement of the glass tube.
 4.4 The filled ceramic tube
 4.2 The reinforced glass tubeMiniature fuse-links with reinforced unfilled glass tubes can switch off prospective currents of up to 150A at the rated voltage.
 4.3 The filled glass tube
 A further increase in the rated breaking capacity up to a prospective current of several kA is achieved by the use of ceramic tube
 treatment to provide better electrical and thermal contact, as well as for protection against corrosion.
 5 CharacteristicsThe characteristic is an expression for the time-current performance of the fuse-links.
 3.4 Voltage Drop ∆UThe voltage drop is determined with the fuse-link in operation at its rated current and at an ambient temperature of 23°C.
 3.5 Pre-arcing integral I²tS
 3.6 Operating integral I²tA
 FF Very quick acting
 G
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 579
 In principle, two different ratings of the continuous current must be taken into account, preventing direct conversion of the fuse links according to IEC 60127 and UL 248-14.
 rated currents of IEC 60127 into those according to UL 248 (see figure 1).
 7.1 Different definitions of the Rated Currents in the International Standards
 7 Applications
 6 StandardsBesides several specific national standards, the principal standard applied worldwide is IEC 60127. It is divided into one general
 IEC Irat [A]
 UL
 I rat [
 A[
 7.2 Operation at extra-Low-Voltage Ub << Urat
 Fuse-links can operate without difficulty at voltages below their rated voltage. The voltage drop of the fuse-links (internal resistance) must be taken into consideration, particularly at very low rated currents.
 In the North American countries, the reference standard for miniature fuses is UL 248. Special care is required in converting the
 Irat ≥ Ib
 b) Continuous current rating according to UL 248-14
 UL and IEC standards
 part, parts dealing with the individual fuse designs, one part for fuse holders, one specification for quality confirmation as well as oneuser’s manual. The German-language equivalent of this International Standard is VDE 0820.
 Irat ≥ Ib / 0,7
 Figure 1
 Figure 1 enables approximate conversion of rated current between
 a) Continuous current rating according to IEC 60127
 G
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 FUSES
 580
 Contact resistances and assembly conditions shall additionally be taken into account here.
 Ambient temperature °C
 Rat
 ed c
 urre
 nt c
 orre
 ctio
 n fa
 ctor
 kth
 In order to ensure compliance with the quality requirements, SIBA practices the documented quality management system
 EN ISO 14001 regulates the planning, implementation and supervision of environmental protection in the company.(QM system) on the basis of the International Standard DIN EN ISO 9001. The environmental management system according to DIN
 7.3 Operation at raised ambient temperatures
 relating to pulse amplitude, pulse duration and frequency of occurrence.
 7.5 Protection of semiconductor componentsWhen protecting power electronics components, the I2t value of the fuse-link is adjusted to the energy pulse (or I2t value) of the
 component to be protected.
 Figure 2
 If pulse loads arise in an electrical circuit to be protected, then that must be taken into consideration when assigning a fuse link,particularly the latter’s pre-arcing integral I2ts. Reduction factors can be provided on the basis of extensive series of in house tests
 The shift in the rated current at
 7.6 Power acceptance of the miniature Fuse HolderThe maximum power acceptance of the fuse holder must not be exceeded by the Power dissipation of the fuse link selected.
 8 Safety through Quality
 7.4 Pulse loads
 various ambient temperatures can be determined with reference toFigure 2.
 G
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 581
 9 Selection diagram
 Select the rated currentaccording to Irat > Ib
 Does all technical data of chosen fuse type meet requirement?
 Yes
 Possible?Yes
 Change fuse type
 No
 Improve operating
 Fuse installed under
 Calculate Min/Max fault current
 conditions?No
 Determination of article number from technical documents
 and specify breaking capacity
 Determine characteristicsaR, FF, M, TT, TD
 Select fuse
 Include influencing condition (ambienttemperature, pulse loads, fuse holder
 Use data sheets or inquire regardingcoefficients corresponding to selected fuse type
 standard conditions?
 G
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 582
 Voltage Capacity
 Size 042(1mmx0.5mm) - Ceramic Substrate -Printed Element
 Tape reel ordering, add following suffix to article numberGT-1k (1 000 pieces on tape reel)GT-5k (5 000 pieces on tape reel)GT-10k (10 000 pieces on tape reel) Ie.g. 151000.0.750GT-5k Irated
 Min Max
 G
 0.2 ± 0.1
 Resistance to soldering heat, 260°C, 10s, solder bath
 wave
 151000.2
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 1.25 1
 Max
 Resistance
 1.6 1.5
 In[A]
 151000.3.15 3 3.15
 0.800
 Current[A]
 0.500 0.630 0.750
 151000.1.5
 Min Max Rated Current
 Min
 107 95 90
 Dimensions[mm]
 ULrec
 Mar
 king
 Fusing Time Limits
 Reflow
 24 22
 65
 151000.0.800151000.1151000.1.25
 Insulation resistance - IEC 60127-4
 Vibration IEC - 60068-2-6
 > 75% of W0.2+0.1/-0.15
 1.25In
 1.75 2 2.5
 Dimensions[mm]
 H 0.32 ± 0.05L 1.0 ± 0.05
 151000.1.75
 151000.2.5
 184159146136
 74
 124
 0.0023
 2.75In
 50A @ 32VDC
 Max2In
 Min
 640400280220
 Pre-arcingI2 t
 @ 10In[A2s]
 0.00090.00140.0020
 ( to IEC 60068-2 -58) 260°C, 10s, reflow
 1.45
 IEC 60068-2-6
 ─ 1ms
 Approvals
 151000.0.750
 151000.0.500151000.0.630
 Time-Current Characteristics
 IEC 60127-4
 Article Number50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 54
 500mA - 3A
 140 97
 0.0077
 Solder Pad
 151000.1.6
 151000.30.01570.02270.0250
 0.25
 ClassRated Voltage Rated Breaking Test
 E167295
 [Un]32VDC
 FF50A32VDC
 Standard(s)UL 248-14
 50A @ 32VDC
 Cold RatedBreaking Drop
 Voltage
 [mV]420331275231
 time
 - [s]
 [m ]
 0.5 ± 0.05
 T2
 WT
 XY
 0.0101
 ─ ─
 0.55
 44
 W
 115 33
 ─ ─1h
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 T1
 CurrentRated
 0.00280.00390.00590.0065
 Z0.6
 4In 10In
 G
 1s ─ ─Min Max
 RoHS
 G
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 GSS Voltage Capacity
 152000.0.500 V152000.0.630152000.0.750152000.0.800152000.1 V152000.1.25152000.1.5152000.1.6 V152000.1.75152000.2 V152000.2.5152000.3152000.3.15 V152000.3.5152000.4152000.5
 Tape reel ordering, add following suffix to article number IGT-1k (1 000 pieces on tape reel) Irated
 GT-5k (5 000 pieces on tape reel)GT-20k (20 000 pieces on tape reel)e.g. 152000.3.15GT-5k
 Min Max
 13 T
 2.4
 1) 50A @ 50VDC with VDE approval
 258249
 > 75% of W
 50A @ 32VDC
 Min
 138
 Max
 [mm]0.5 G0.95 X 1.1
 rec
 0.03080.0403
 0.228
 F
 Dimensions
 UL 248-14 IEC 60068-2-6
 Rated Current 1.25In
 550
 E167295
 Rated Voltage
 1.75
 0.630 0.500
 Article Number
 Cold Resistance
 Voltage
 170
 120
 H
 Reflow
 361331
 [Un]
 10In
 ─ 1ms
 time
 - [s]
 Y 1.2
 Fusing Time Limits
 50A @ 32VDC1
 50A @ 32VDC
 50A @ 32VDC
 262237
 57
 FF
 Drop
 [mV]
 I2 t
 GCV
 0.00090.0014
 2In
 [mm]
 1.55 ± 0.050.85 ± 0.1
 0.45+01/-0.05
 155159
 50A @ 32VDC 0.00200.00230.0028
 Size 063(1.55mmx0.85mm) - Ceramic Substrate -Printed Element
 50A @ 32VDC
 50A @ 32VDC
 1
 ─
 CT
 Min
 2.5 2
 RatedBreakingCurrent
 [A]
 50A @ 32VDC1
 100 85
 T2
 Max─ ─
 Min
 3
 5 4
 Min Max
 L
 0.3+0.15/-0.2 0.95
 OP
 ELRS
 5s
 4In
 ─
 Insulation resistance - IEC 60127-4
 1h ─ ─
 2.75InMax
 Solder Pad
 50A @ 32VDC1
 W
 H
 T1
 WT
 0.3+0.15/-0.2
 Approvals
 0.0157
 50A @ 32VDC
 37 32 29 23 19
 60
 Resistance to soldering heat, 260°C, 10s, solder bath
 Dimensions
 32VDC 50A
 500mA - 3A
 Z 2.9
 0.5
 Rated Breaking Test
 1.6 1.5
 3.5
 1.25
 50A @ 32VDC1
 50A @ 32VDC
 In[A]
 Current
 Mar
 king
 Rated
 0.800
 50A @ 32VDC
 UL
 EFLN
 Time-Current Characteristics
 32VDC
 Pre-arcing
 Standard(s)
 151126
 0.00390.00590.00650.00770.0101
 223180 110
 79 76 50A @ 32VDC
 1K
 IEC 60127-4
 0.02270.0250
 [m ] V - VDE
 400
 J
 [A2s]
 wave
 ( to IEC 60068-2 -58) 260°C, 10s, reflow
 Vibration IEC - 60068-2-6
 3.15
 0.750
 @ 10In
 150
 Class
 10650A @ 32VDC
 50A @ 32VDC
 RoHS
 G
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 Voltage Capacity
 Tape reel ordering, add following suffix to article number IGT-1k (1 000 pieces on tape reel) Irated
 GT-5k (5 000 pieces on tape reel)GT-20k (20 000 pieces on tape reel)e.g. 153000.1.750GT-5k
 Min Max
 G
 1.1 Y 1.4
 0.65 G
 Fusing Time Limits
 ─ 1ms─
 UL 248-14
 0.00400.00590.00650.00770.0101
 [mm]
 Current
 Size 085(2mmx1.25mm) - Ceramic Substrate -Printed ElementRated
 32VDC
 [m ]
 0.750
 Time-Current Characteristics
 time
 - [s]
 Standard(s)
 153000.3.15153000.3.5153000.4153000.5
 0.65
 Article Number153000.0.500
 4
 X 1.5
 3 2.5
 15
 125 87
 153000.0.750153000.0.800153000.1
 131134
 Approvals
 Mar
 king
 KEF
 5
 20.0157
 1.4
 ─
 0.4+0.1/-0.2
 [Un]
 WT
 ELRST
 0.0021
 MaxMax Min
 0.0308
 wave
 1.25In 2In 2.75In 4In 10In
 W
 Resistance to soldering heat, 260°C, 10s, solder bath( to IEC 60068-2 -58) 260°C, 10s, reflow
 Rated Current
 500mA - 3A 1h ─ ─ 5s ─
 Reflow
 Pre-arcingI2 t
 P
 20
 78 70 67
 F
 VoltageDrop
 [mV]
 0.0250
 1.25 ± 0.15
 Breaking
 > 75% of WT1 0.4+0.1/-0.2
 T2
 Insulation resistance - IEC 60127-4
 FF
 LNO
 Vibration IEC - 60068-2-6
 2.85 Z
 L 2.0 ± 0.1
 Min
 50A @ 32VDC
 50A @ 32VDC
 Solder PadDimensions
 1.75 1.6
 [A]Current
 recIn UL
 Rated
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 32VDC 50A
 Rated Voltage Rated Breaking Test Class
 [A]
 50A @ 32VDC
 50A @ 32VDC
 374
 0.0227
 ─
 3.45
 @ 10In
 Max
 Dimensions[mm]
 H 0.45+01/-0.05
 1.5
 0.630 420
 E167295
 0.500
 IEC 60068-2-6IEC 60127-4
 34 31 26
 250185
 153000.3
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 50A @ 32VDC
 Max
 98
 262
 153000.0.630
 3.5
 1 0.800 0.0023
 0.0028153000.1.25153000.1.5153000.1.6
 H
 50A @ 32VDC
 3.15
 285
 Resistance
 [A2s]
 0.0403 0.228
 40
 0.00090.0014
 Cold
 CTG
 CV
 105
 243205171164161176
 1.25
 570
 50A @ 32VDC
 50A @ 32VDC
 J
 347280
 Min Min
 128119
 153000.1.75153000.2153000.2.5
 RoHS
 G
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 Voltage Capacity
 Cold Pre-arcing
 V
 V
 V
 V
 V
 IIrated
 Tape reel ordering, add following suffix to article numberGT-1k (1 000 pieces on tape reel)GT-5k (5 000 pieces on tape reel)GT-20k (20 000 pieces on tape reel)e.g. 154000.6.3GT-5k
 Min Max
 G
 ─
 T1 0.5 ± 0.25
 273262230 1.25 154000.1.25
 1 0.800
 GCV
 1.5
 0.00280.0041
 0.750 0.630 154000.0.630
 250mA - 375mA 1h ──1h ─
 > 75% of W
 Reflow
 ET
 200ms
 116
 ─
 Dimensions
 ─
 Solder Padwave
 1In 10InMin Max
 ─ 1ms
 1.75
 5 4
 Max5s
 154000.3154000.3.15
 154000.1.5154000.1.6154000.1.75
 CT
 P50A @ 63VDC
 Breaking
 L 3.2+0.1/-0.2
 0.03100.0404
 0.228
 3.5 154000.3.5154000.4152000.5
 T2 0.3 ± 0.25
 1.25In 2In 3In
 6.3
 ST
 147131
 ─ ─
 0.375 0.250
 [A] Article Number154000.0.250154000.0.375
 N
 * UL listed154000.6.3
 [mm]
 ─ 5s
 Min Max
 1.6 ± 0.15WT
 X 1.9
 @ 10In
 Fusing Time Limits
 35161
 Approvals
 Mar
 king
 V - VDE
 Rated Breaking Test
 Rated Current
 0.00660.0077174
 181161173153
 1) 50A @ 63VDC, 100A @ 125VAC
 2) 50A @50VDC with VDE approval
 3.15
 154000.0.750154000.0.800154000.1
 0.500 F154000.0.500
 207 80
 EL
 Resistance
 3
 69 49
 Rated
 [m ]1
 [A]In UL
 Current
 HJ
 50A @ 63VDC2
 50A @ 63VDC
 R
 0.00090.00140.00220.0023
 2.5 2
 154000.2.50.02290.0251
 1.75 1.6 168
 L
 Current
 Dimensions
 ( to IEC 60068-2 -58) 260°C, 10s, reflow
 [mm]G 1.5
 Vibration IEC - 60068-2-6
 IEC 60068-2-6E167295
 ─
 50A
 1880
 0.0004
 Rated Voltage [Un]
 63VDC
 VoltageDrop
 [mV]
 Rated
 50A @ 63VDC
 50A @ 63VDC
 I2 t
 63VDC
 Class Standard(s)FF
 1.25
 50A @ 63VDC
 W
 0.55 ± 0.1
 ─
 1.5
 50A @ 63VDC2
 50A @ 63VDC
 Min Max Min
 Y
 330260200140105
 260433372325
 K
 0.0001[A2s]
 470660450
 UL 248-14
 ─500mA - 5A
 28 2014 0.516
 **
 rec
 Size 1206(3.2mmx1.6mm) - Ceramic Substrate -Printed Element
 50A @ 63VDC 0.0059
 50A @ 63VDC
 310
 1.6
 EF50A @ 63VDC2
 50A @ 63VDC
 50A @ 63VDC2
 50A @ 63VDC
 76
 O 44 37
 H
 Resistance to soldering heat, 260°C, 10s, solder bath
 IEC 60127-4
 50A @ 63VDC
 50A @ 63VDC2
 50A @ 63VDC
 0.01020.0159
 ─
 154000.2
 Insulation resistance - IEC 60127-4
 4.0 Z 4.7
 Time-Current Characteristics
 time
 - [s]
 RoHS
 G
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 GSS Voltage Capacity
 65VAC/DC
 IIrated
 3.8
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)e.g. 157000.3.15GT
 Dimensions[mm]
 157000.7
 Fusing Time Limits
 62mA - 10A5s
 2In 2.75In
 ─
 50A @ 65VAC/DC
 50A @ 65VAC/DC
 50A @ 65VAC/DC
 10InMin Max
 90 90
 8.6
 0.18
 1.5
 50A @ 125VAC/DC
 157000.1.25157000.1.5157000.1.6
 3.15 3
 58 1.0550A @ 125VAC/DC
 [A2s]
 2.5 2
 0.800
 4.9
 7 5.9
 5 5004 0502 000
 Rated Voltage
 Current
 157000.3
 50A @ 125VAC/DC
 Min Max
 157000.15
 ─
 Min
 90
 Resistance to soldering heat, 260°C, 10s, to IEC 60068
 ─
 157000.3.15
 10ms─ 10ms5s
 100
 rec
 Size 2.6mmx6.1mm - Ceramic Body - Contacts, Brass - Silver Plated
 time
 - [s]
 Article Number
 230 0.0066
 600 0.011
 0.0028 0.0031
 240
 157000.0.250157000.0.315
 150
 0.26
 1 500
 157000.0.630157000.0.750 0.750
 0.630 0.500 0.400 0.375
 0.250 0.315
 Rated
 50A
 157000.0.400157000.0.500
 5
 0.12 160
 157000.0.800
 210180180180180170160
 10
 16 12.5
 100100100
 90 90 9.1
 157000.12
 1In
 90
 157000.2 1.6
 0.100
 In UL
 190
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 157000.6.3 6.3 11
 37
 130 0.45
 78
 Drop
 [Un]50A125/65VAC/DC 125VAC/DC
 ResistanceCold Rated
 Breaking
 4In
 ─
 63 0.85
 157000.0.200
 4 3.5 157000.3.5
 157000.4157000.5
 F
 Pre-arcing
 250
 23
 27 45 81
 Max─ 5s
 28100
 100 0.57
 21
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 MaxMin
 1.1
 19
 ─
 Voltage
 Rated Breaking Test
 350
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 150140
 150
 Class
 2.5 3.3 6.2
 1.5
 Min
 157000.10
 151210
 4h ─ ─12A - 15A 4h ─ ─
 Max
 157000.2.5
 20s
 Time-Current Characteristics
 Mar
 king
 0.68
 0.160 0.125
 0.080 0.062
 [A]
 Approvals
 157000.1 1.25 1
 I2 t @ 10In
 157000.0.062157000.0.080
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 [mV] [m ]
 Current
 0.00019 0.00033
 157000.0.125157000.0.160
 50A @ 125VAC/DC
 157000.0.375
 0.200
 1.9
 550350
 ─
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 420
 UL 248-14 CSA C22.s -
 157000.0.100
 0.023
 E167295
 50A @ 125VAC/DC
 Standard(s)
 [A]600
 1 400 800
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 50A @ 125VAC/DC
 100
 Rated Current
 No 248.14
 0.0014
 300 0.043 290 0.048 230 0.073
 50A @ 125VAC/DC
 RoHS
 1.45666...111
 222...666
 2.6
 2 2.9
 6.9
 31.5
 G
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 Voltage Capacity
 rec
 IIrated
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)e.g. 158000.2.5GT
 G
 10InFusing Time Limits
 Rated Current 1In 4In
 4.8
 7 6.3
 8.6 16 24 24 38 44 77
 15
 110
 158000.7158000.6.3
 2In 2.75In
 Recommended Pad Layout
 18
 ─ ─ 10ms 100ms
 11
 3.15 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 0.500
 1) 50A @ 125VAC and 50A with UL recognition
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 130130120120
 50A @ 125VAC/DC1 5
 4
 @ 10In[A2s][m ]
 280
 1.5
 4.6150150
 1 0.800 50A @ 125VAC/DC
 1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC
 Article Number158000.0.250
 [A]
 2.5 2
 0.400
 0.750 0.630
 In ULCurrent
 158000.0.500
 158000.0.315
 158000.0.400158000.0.375
 200
 900 700 500 450 300
 Rated
 Current
 Class
 Time-Current Characteristics
 time
 - [s]
 50A @ 125VAC/DC1
 CSA C22.s -No 248.14
 Approvals
 Mar
 king
 45
 158000.3158000.3.15
 Standard(s)UL 248-14
 60 55
 3.5
 1.5 1.25
 170
 3
 0.375
 158000.0.750158000.0.800158000.1
 Resistance I2 t
 90 4.0
 [A] 0.08 0.016 0.03550A @ 125VAC/DC
 1
 50A @ 125VAC/DC1
 50A @ 125VAC/DC1
 158000.1.25158000.1.5
 158000.3.5
 30
 20
 158000.4158000.5
 1.6
 Dimensions
 T
 200
 4.8
 190 1.4 1.5
 50A @ 125VAC/DC1
 Rated Voltage
 200 170 140 120
 4h ─ ─ 60s
 E167295
 158000.1.6158000.2158000.2.5
 0.315 0.250
 VoltageDrop
 Pre-arcing
 Rated Breaking Test [Un]
 100100
 100
 90
 Breaking
 125VAC/DC 125VAC/DC 50A
 Size 2.6mmx6.1mm - Ceramic Body - Contacts, Brass - Silver PlatedRated
 0.035 1.0
 [mV]
 50A @ 125VAC/DC1
 23
 Resistance to soldering heat, 260°C, 10s, to IEC 60068
 250mA - 7A ─ 5s
 50A @ 125VAC/DC1
 50A @ 125VAC/DC
 130130
 80 90
 Min Max Min Max Min Max Min Max Min Max
 8 8
 [mm]
 158000.0.630
 Cold
 50A @ 125VAC/DC
 260230220
 RoHS
 1.45666...111
 222...666
 2.6
 2 2.9
 6.9
 31.5
 G
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SIBA LLC
 FUSES
 588
 Voltage Capacity
 IIrated
 Tape reel ordering, add following suffix to article numberGT - (500 pieces on tape reel)e.g. 160000.0.5GT
 G
 IEC 32mA - 250mA, 100A @ 125VDC
 IEC 315mA - 5A, 100A @ 60VDC
 Dimensions[mm]
 0.250
 160000.5 100
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 Dimensions[mm]
 3.6 G 3.6 5.6 X 6.8 2.7 Y 4.2
 wave
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100 100
 310 360 430 500 600 730 8701 0001 2001 4001 700 130
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 Time-Current Characteristics
 160000.0.040
 220
 0.800 160000.0.800160000.1
 T IEC 60127
 0.5
 280
 Current
 160000.2160000.2.5160000.3.15160000.4
 12.0
 time
 - [s]
 4 3.15 2.5 2
 120 100
 300
 280
 0.32
 Rated Power
 0.032 0.014[A][A]
 180
 32mA - 5A 1h ─ ─ 2m 400ms 10ms 150ms 3s
 Class
 100A @ 250VAC
 100A @ 250VAC
 160000.0.050160000.0.063
 [mW] [A2s]
 Approvals
 Mar
 king
 160
 UL
 0.013 0.020
 155
 0.315
 In
 E167295
 5
 0.040 0.013 150
 165
 Drop
 1 150
 Voltage
 190 200 260
 0.21
 0.06 0.12
 125
 240
 Max
 1.8
 22304680
 130
 Fusing Time Limits Rated Current 1In 2In 2.75In 4In 10In
 Min Max Min Max Min Max Min Max Min
 3.2
 20ms
 5.2 6.8
 100
 480
 0.050
 220 200 190 180 160 140 130
 0.8 1.1
 250
 9.0 Z
 Resistance to soldering heat, 260°C, 10s, solder bath( to IEC 60068-2 -58)
 Standard(s)[Un]250VAC 250VAC 100A
 Rated Voltage
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 860 800 580
 160000.0.160
 Dissipation @ 1.5In
 Pre-arcingI2 t
 @ 10In
 0.035170
 Rated Breaking Test
 350
 RatedBreakingCurrent
 recArticle Number160000.0.032
 160000.0.080160000.0.100
 [mV]
 0.200 160000.0.200160000.0.250160000.0.315
 0.630 0.500 0.400 160000.0.400
 160000.0.500160000.0.630
 1.6 1.25 1
 160000.1.25160000.1.6
 0.160 0.125 0.100 0.080
 Size 4.5mmx8mm - Ceramic Tube- Contacts, Brass - Silver Plated
 ReflowSolder Pad
 0.063
 12
 150ms
 160000.0.125
 RoHS
 2.2 8+0.5
 -0.1 444...555 -0.1
 4.5 -0.1
 G
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SIBA LLC
 FUSES
 589
 Voltage Capacity
 Tape reel ordering, add following suffix to article numberGT - (500 pieces on tape reel)e.g. 161000.1.6GT
 IIrated
 G
 Dimensions[mm]
 9.013
 ─ 120s ─ ─
 3.6 5.6
 waveDimensions
 ─
 161000.0.630
 1 0.800 0.630
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 100A @ 250VAC
 161000.3.15161000.4
 161000.1161000.1.25161000.1.6161000.2
 160140140120110
 1.6
 6.3 5 4
 ─500mA - 6.3A 1h
 3.15
 0.561.12.03.25.0
 Fusing Time Limits Rated Current 4In 10In
 Max
 400
 X
 Min Min
 100100100
 4.2
 3.6 G
 Z 9.0
 Min Max Min Max
 400 500
 9001 000
 1.25In 2In 2.75InMin Max
 2
 PowerDissipation
 0.500
 Max
 600 700
 1.25
 161000.5161000.6.3
 [A]
 [Un] F
 300
 100100
 0.94
 [mm]
 Rated Breaking Test Class
 1 400
 Standard(s)
 ReflowSolder Pad
 ─ 1ms 0ms
 Resistance to soldering heat, 260°C, 10s, solder bath( to IEC 60068-2 -58)
 0.71
 161000.0.500Article Number
 Time-Current Characteristics
 time
 - [s]
 Pre-arcingI2 t
 [A2s]
 Breaking
 IEC 60127-4250VAC 250VAC 100A
 161000.0.800
 Current[A]
 100A @ 250VAC
 100A @ 250VAC
 [mV]
 Rated
 300
 Approvals
 Mar
 king
 0.0760.19
 Size 4.5mmx8mm - Ceramic Tube w/Filler Contacts- Brass - Silver PlatedRated
 Rated Voltage
 InCurrent
 0.38
 Voltage Drop
 200180
 300 300
 2.5
 6.8 2.7 Y
 12.0
 @ 1.25In[mW]
 161000.2.5
 RoHS
 2.2 8+0.5
 -0.1 444...555 -0.1
 4.5 -0.1
 G
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SIBA LLC
 FUSES
 590
 Voltage Capacity
 SSSSSSSSSSSSSSSSS IS Irated
 SSSS
 Tape reel ordering, add following suffix to article numberGT - (1 500 pieces on tape reel)e.g. 160016.1.25GT
 G
 Dimensions[mm]
 160016.8160016.10
 10ms 100ms
 160 140 120
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 277VAC1
 1.5kA @ 277VAC1
 Max Min Max1.25In
 170
 49
 Fusing Time Limits Rated Current
 80160280
 160016.2160016.2.5
 1 200 1 250 1 300 1 370
 340 350 360 380 400 430 460 490 640 790
 Min5s
 200
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 RatedCurrent
 In
 [Un]250VAC
 ULI2 t
 0.250 0.200
 0.400 570 490 410
 Data on request2 0501 7501 4301 220 960 840
 160016.0.050160016.0.080160016.0.100160016.0.125160016.0.160160016.0.200160016.0.250160016.0.315
 Pre-arcing
 1.5kA @ 305VAC1
 0.055 0.065 0.11 0.19 0.34
 Size 4.5mmx16mm - Ceramic Tube w/filling, Contacts - Copper Alloy - Silver Plated
 700 0.54
 @ 10In[A2s]
 0.025 290
 0.315
 1 0.800 350
 380 340
 160016.0.400 0.86 1.5 2.6 4.5 4.1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 Approvals
 S - Semko
 160016.0.800160016.1160016.1.25
 0.630 0.500
 270
 160016.0.500160016.0.630
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 1.5kA @ 305VAC1
 Mar
 king
 Rated Breaking Test ClassRated Voltage
 Voltage PowerDissipation @ 1.25In
 [mW]
 0.080 0.030
 0.125 0.100
 970 1 060 1 120
 1 250 1 500
 6.2 13 21 35160016.3.15
 330 280 240
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.25
 ─ ─
 Recommended Pad Layout
 4In 10InMin Max Min Max
 Resistance to soldering heat, 260°C, 10s, to IEC 60068
 ─ ─
 160016.1.6
 4 160016.4160016.5160016.6.3
 1) 1.5kA @ 250VDC
 Max Min2In 2.75In
 9010
 TStandard(s)UL 248-14 IEC 60127-4/2250VAC 100A
 rec
 1h ─ 2m
 2 1.6
 5
 E167295
 0.050[A]
 Time-Current Characteristics
 time
 - [s]
 310
 3.15 2.5
 92
 Article Number
 RatedBreakingCurrent
 [A]
 Drop
 0.160
 [mV]
 250mA - 7A
 8 6.3
 RoHS
 17.5
 10
 5.6
 3.75
 3 -0.2
 16 +0.5-0.25
 10 +0.5-0.25
 4.4 -0.1
 4.4
 -0.1
 G
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SIBA LLC
 FUSES
 591
 Voltage Capacity
 Tape reel ordering, add following suffix to article numberGT - (1 500 pieces on tape reel)e.g. 163016.1.25GT
 IIrated
 Dimensions[mm]
 35A @ 250VAC 80 500 80
 *
 35A @ 250VAC * * *35A @ 250VAC 160
 163016.2* * *
 Resistance to soldering heat, 260°C, 10s, to IEC 60068
 35A @ 250VAC * * *
 190
 160mA - 2.5A 1h ─ 30m ─ 3s 200s 1s 40s 150ms 3s
 2.5 163016.2.5 35A @ 250VAC
 35A @ 250VAC * 0.500
 0.250 163016.0.250 35A @ 250VAC * * * 0.315 163016.0.315 35A @ 250VAC *
 @ 1.5In @ 10In[A] [mV] [mW] [A2s]
 0.160 163016.0.160
 0.630 163016.0.630* *
 0.200 163016.0.200 35A @ 250VAC * * *
 35A @ 250VAC
 * Data on request
 Recommended Pad Layout
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In 4In 10In
 2
 *
 G
 In Current[A] Article Number
 163016.0.500190 4.5
 Approvals
 Mar
 king
 Rated Voltage Rated Breaking Test Class Standard(s)[Un] TT IEC 60127-4250VAC 250VAC
 Rated Rated Voltage Power Pre-arcing
 0.400 163016.0.400
 0.800 163016.0.800
 Max
 35A @ 250VAC 160 550 23
 Max Min
 1 163016.1
 Time-Current CharacteristicsCurrent Breaking Drop Dissipation I2 t
 Min Max Min Max Min Max
 350 14
 35A
 Size 4.5mmx16mm - Ceramic Tube w/Filler, Contacts - Copper Alloy - Silver Plated
 time
 - [s]
 Min
 RoHS
 17.5
 10
 5.6
 3.75
 3 -0.2
 16 +0.5-0.25
 10 +0.5-0.25
 4.4 -0.1
 4.4
 -0.1
 G
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SIBA LLC
 FUSES
 592
 Voltage Capacity
 SSSSSSSSSSSSSSSSSS IS Irated
 SSS
 X=0 - Long leadsX=5 - Short leads
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)IP - (2 000 pieces)e.g. 164000.3.15GT
 G
 Min
 RatedBreakingCurrent
 [A]
 Voltage Drop
 [mV]
 Dimensions[mm]
 ─ 10ms 3s 3ms
 Size 8.4mmx7.6mm - Thermoplastic, Temperature Resistant, Self Extinguishing
 35A @ 250VAC
 35A @ 250VAC
 2.75In
 80
 Max Min Max Min Max─ 30m
 1 100
 35A @ 250VAC
 X=5, Short Leeds
 Article Number1640X0.0.0501640X0.0.0631640X0.0.080
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 820750
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.0003 0.0007 0.0015 0.0035 0.006 0.011 0.018 0.036
 [mW]
 210
 ─
 0.050 0.10
 S - Semko
 X=0, Long Leeds
 Fusing Time Limits
 F
 60 60
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 50A @ 250VAC
 63A @ 250VAC
 90 120
 CurrentPre-arcing
 VDE 0820-3/3E167295
 Time-Current Characteristics
 Standard(s)
 2 2.5 3.15 4
 [A] recIn UL
 630550500460150140130120110100
 80 75 70 65 60 60 60
 Rated
 0.050 0.063 0.080 0.100 0.125 0.160 0.200 0.250 0.315 0.400 0.500 0.630 0.800
 1 1.25 1.6
 1640X0.0.1001640X0.0.1251640X0.0.1601640X0.0.2001640X0.0.2501640X0.0.3151640X0.0.4001640X0.0.5001640X0.0.6301640X0.0.8001640X0.11640X0.1.251640X0.1.61640X0.21640X0.2.51640X0.3.15
 5 6.3
 1640X0.41640X0.51640X0.6.3
 [Un] IEC 60127-3/3250VAC 250VAC 35A EN 60127-3/3
 Rated Voltage Rated Breaking Test Class
 Approvals
 Mar
 king
 PowerDissipation
 @ 1.5In
 220 260 350 380
 175
 Max50mA - 6.3A 1h
 420 580 700 900
 200
 300ms 20ms
 Rated Current 1.5In 2.1In
 time
 - [s]
 I2 t
 [A2s] 95 110 120 155
 4InMin
 10InMin Max
 140 160 180
 0.18 0.33 0.14 0.24 0.35 0.60 1.2 2.0 3.5 6.21319
 90
 RoHS
 8.4
 7.6
 18.0
 0.6
 0.3
 5.8
 4.3 0.3
 1 0.1
 5.08
 ±
 Ø
 Ø
 ±
 ±
 G
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SIBA LLC
 FUSES
 593
 Voltage Capacity
 X=0, Long Leeds
 IIrated
 X=0 - Long leadsX=5 - Short leads
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)IP - (2 000 pieces)e.g. 164500.1.25GT
 G
 550
 215
 300
 2 3.2 6.214
 130
 50A @ 250VAC
 1645X0.0.0501645X0.0.063
 260
 0.0075 0.013 0.02 0.03 0.055 0.1 0.19 0.36 0.14 0.24 0.34
 190
 [Un]
 60
 1645X0.0.0801645X0.0.1001645X0.0.1251645X0.0.1601645X0.0.200
 50A @ 250VAC
 1.1 0.56
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 Size 8.4mmx7.6mm - Thermoplastic, Temperature Resistant, Self Extinguishing
 480
 Min Max Min
 1645X0.0.2501645X0.0.3151645X0.0.4001645X0.0.500
 240 230 220 90
 F250VAC 250VAC 50A
 Rated Voltage Rated Breaking Test
 0.400 0.315
 [A]In
 Current
 0.063 0.050
 0.100 0.080
 0.250 0.200 0.160 0.125
 E167295
 Rated Voltage Power Pre-arcing Approvals
 Mar
 kingX=5, Short Leeds Breaking Drop Dissipation I2 t
 UL Current @ 1.0InArticle Number [A] [mV] [mW] [A2s]
 0.0001 85 95110125155170
 Rated
 120 0.0003 0.0007 0.0015 0.003
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 2 4001 3501 2001 1001 000 950 850
 10 8 6.3
 ─ ─ ─ ─ ─ 60s ─ ─
 Fusing Time Limits Rated Current 1In 1.35In 1.50In 2.00In
 Min Max MaxMin Max Min Max
 1645X0.6.31645X0.8
 90024401645X0.10
 Dimensions[mm]
 50A @ 250VAC
 0.630 0.500
 1 0.800
 180
 1.6 1.25 170
 160
 2.5 2 1645X0.2
 1645X0.2.5 150 140
 5 4 3.15 1645X0.3.15
 1645X0.0.6301645X0.0.8001645X0.11645X0.1.251645X0.1.6
 1645X0.41645X0.5
 210 200
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 120410
 720
 Standard(s)
 Time-Current Characteristics
 time
 - [s]
 75
 180
 110 100 90
 350
 Class
 155
 630
 90
 50mA - 6.3A 4h ─
 UL 248-14 IEC 60127-4/2
 105130
 RoHS
 8.4
 7.6
 18.0
 0.6
 0.3
 5.8
 4.3 0.3
 1 0.1
 5.08
 ±
 Ø
 Ø
 ±
 ±
 G
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SIBA LLC
 FUSES
 594
 Voltage Capacity
 X=0 - Long leadsX=5 - Short leads
 ITape reel ordering, add following suffix to article number Irated
 GT - (1 000 pieces on tape reel)IP - (2 000 pieces)e.g. 165000.1.25GT
 G
 [mm]Dimensions
 Size 8.4mmx7.6mm - Thermoplastic, Temperature Resistant, Self Extinguishing
 1650X0.2.5 35A @ 250VAC
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In 4In 10In
 Min Max Min Max Min Max Min Max
 Standard(s)[Un] M IEC 60127-3
 Class
 Rated
 250VAC 250VAC 35A
 Rated Voltage Power Pre-arcing Approvals
 Mar
 kingBreaking Drop Dissipation I2 t
 Current[A]In @ 1.5In
 X=5, Short Leeds
 Article Number [A] [mV] [mW] [A2s]
 X=0, Long Leeds Time-Current Characteristics
 time
 - [s]
 3.1 5.1 9.916
 35A @ 250VAC
 40A @ 250VAC
 325120120120110100908070
 0.315 0.250 0.200 0.160
 0.500 0.400
 0.800 0.630 1650X0.0.630
 1650X0.0.80035A @ 250VAC
 35A @ 250VAC
 4ms 80ms
 1.4 2.5
 50mA - 6.3A 1h ─ ─ 30m ─ ─ 30ms 2s
 501650X0.3.151650X0.4 4
 3.15 2.5
 55 510 550
 Max
 0.9
 140 160
 65 65 60 55
 1650X0.0.315
 1650X0.0.160
 350 380
 1650X0.0.4001650X0.0.500
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 140 80 90 120
 1.25 1 1650X0.1
 1650X0.1.2535A @ 250VAC
 35A @ 250VAC
 160 190
 2 1.6 1650X0.1.6
 1650X0.235A @ 250VAC
 35A @ 250VAC
 200
 0.58
 1650X0.0.2001650X0.0.250
 Current
 180 140
 Min
 Rated Voltage
 0.075 0.02 0.0360.055
 0.11 0.2 0.33
 Rated Breaking Test
 RoHS
 8.4
 7.6
 18.0
 0.6
 0.3
 5.8
 4.3 0.3
 1 0.1
 5.08
 ±
 Ø
 Ø
 ±
 ±
 G
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SIBA LLC
 FUSES
 595
 Voltage Capacity
 S VS VS VS VS VS VS VS VS VS VS VS VS VS VS VS VS VS V IS V Irated
 S VS VS VS V
 X=0 - Long leadsX=5 - Short leads
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)IP - (2 000 pieces)e.g. 166000.3.15GT
 G
 [mm]Dimensions
 Size 8.4mmx7.6mm - Thermoplastic, Temperature Resistant, Self Extinguishing
 Min Max Min Max Min Max Min Max Min Max150ms50mA - 6.3A 1h ─ ─ 2m 400ms 10s 150ms 3s
 0.06 0.12 0.21 0.32 0.50 0.8 1.1 1.8 3.2 5.2 8 12 22 30 46 80130130230
 110
 140 130
 150 160 170 180 200 220 240 290
 800
 Fusing Time Limits
 70
 0.017 0.02 0.035
 1660X0.1.61660X0.21660X0.2.51660X0.3.15
 1 000
 160150140130120110100 85 75 70 70
 1660X0.0.0631660X0.0.0801660X0.0.100
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 530490390300260
 60 70 80 90 100
 UL Current
 1660X0.0.040
 Class
 X=5, Short Leeds
 Article Number rec [A] [mV] [mW] [A2s] V - VDE
 Rated Breaking Test
 X=0, Long Leeds
 S - Semko
 0.015
 Rated Voltage
 @ 1.5In
 Standard(s)
 Current
 E167295 VDE 0820 - 3/4
 Rated
 [Un] T IEC 60127-43/4250VAC 250VAC 35A EN 60127-43/4
 Rated Voltage Power Pre-arcing Approvals
 Mar
 kingBreaking Drop Dissipation I2 t
 [A]In
 1660X0.0.1251660X0.0.1661660X0.0.2001660X0.0.2501660X0.0.315
 1660X0.0.050
 180170
 1660X0.0.4001660X0.0.5001660X0.0.6301660X0.0.800
 Time-Current Characteristics
 time
 - [s]
 0.200 0.250 0.315 0.400 0.500 0.630
 1.25 1.6 2 2.5 3.15
 0.800 1
 1660X0.4 600
 480 520
 1660X0.11660X0.1.25
 70
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 50A @ 250VAC1660X0.51660X0.6.3
 70
 350
 1 200
 70
 Rated Current 1.5In 2.1In 2.75In 4In 10In
 63A @ 250VAC 70 5 6.3
 0.040 0.050 0.063 0.080 0.100 0.125 0.160
 4
 20ms
 RoHS
 8.4
 7.6
 18.0
 0.6
 0.3
 5.8
 4.3 0.3
 1 0.1
 5.08
 ±
 Ø
 Ø
 ±
 ±
 G
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SIBA LLC
 FUSES
 596
 Voltage Capacity
 IIrated
 X=0 - Long leadsX=5 - Short leads
 Tape reel ordering, add following suffix to article numberGT - (1 000 pieces on tape reel)IP - (2 000 pieces)e.g. 166500.3.15GT
 G
 Dimensions[mm]
 Size 8.4mmx7.6mm - Thermoplastic, Temperature Resistant, Self Extinguishing
 11 18 25 40 72 130 130 230 370
 800700600
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 130150145125120110100 95 90 90 90
 235
 55 60 65
 190
 Mar
 kingBreaking Drop Dissipation I2 t
 UL Current @ 1.5InX=5, Short Leeds
 Article Number [A] [mV] [mW] [A2s] S - Semko
 Rated Voltage Power Pre-arcing ApprovalsX=0, Long Leeds
 250VAC 250VAC 50A
 1665X0.6.31665X0.81665X0.10
 Fusing Time Limits Rated Current 1In 1.35In 1.50In 2.00In
 Max
 CSA C22.sE167295 No 248.14
 Rated Voltage Rated Breaking Test Class Standard(s)[Un] T UL 248-14
 0.063 0.050
 Rated
 InCurrent
 0.100 0.080
 500400350300250240230220170150
 1665X0.0.0501665X0.0.0631665X0.0.0801665X0.0.1001665X0.0.1251665X0.0.160
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 50A @ 250VAC
 40
 1665X0.21665X0.2.51665X0.3.151665X0.41665X0.5
 0.015 0.017 0.02 0.025 0.03 0.07 0.14 0.25 0.42 0.53 1.0 1.5 3.1 4.8 5.7
 10 8
 ─ ─Min Max Min Max Min Max
 250300
 400475570720900
 350
 6.3
 ─ 60sMin Max
 0.630
 2.5 3.15
 50A @ 250VAC
 50A @ 250VAC
 1 0.800 120
 130
 50mA - 10A 4h ─ ─ ─
 2
 50 50
 0.500 110110
 1665X0.0.5001665X0.0.630
 1.6 1.25
 1665X0.0.8001665X0.1
 50A @ 250VAC
 50A @ 250VAC 0.250 0.200
 50A @ 250VAC
 0.160 0.125
 0.400 0.315 75
 951665X0.0.3151665X0.0.400
 1665X0.1.6
 1665X0.0.2001665X0.0.250
 Time-Current Characteristics
 time
 - [s]
 1665X0.1.25
 [A]
 5 4
 45
 Min──
 50
 RoHS
 8.4
 7.6
 18.0
 0.6
 0.3
 5.8
 4.3 0.3
 1 0.1
 5.08
 ±
 Ø
 Ø
 ±
 ±
 G
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SIBA LLC
 FUSES
 597
 Voltage Capacity
 Article Number
 196000.0.125
 IIrated
 1 UL recognition only
 Tape reel ordering, add following suffix to article numberGT - (5 000 pieces on tape reel)e.g. 196000.10GT
 Dimensions[mm]
 G
 RatedBreaking
 196000.4
 7.21
 0.007
 0.0060.40
 0.27 0.018
 0.04
 Rated Current 1In 1.35In 1.50In 2.00In
 50A @ 125VAC
 300A @ 125VDC
 50A @ 125VAC
 300A @ 125VDC
 50A @ 125VAC
 50A @ 125VAC 125
 Min Max5s
 Max
 30
 300A @ 125VDC
 50A @ 125VAC
 ─Min
 196000.0.063
 196000.0.250
 0.375
 Drop
 0.0002 300A @ 125VDC
 Current
 Rated Voltage Rated Breaking Test
 @ 1.5In[mV] [mW] [A2s]
 2 250
 1 500
 50A
 Pre-arcing
 Class
 Time-Current Characteristics
 time
 - [s]
 Approvals
 [A]
 300A @ 125VDC
 50A @ 125VAC
 0.250
 1 000
 275
 275
 275
 250
 225
 7
 0.500
 196000.0.375
 0.750
 1
 1.5
 3
 Fusing Time Limits
 ─ ─Max
 250
 Min Max Min Max
 3.2 0.018
 300A @ 125VDC
 0.017 4.1
 0.013 11
 ─
 [A]
 196000.0.500
 50A @ 125VAC
 300A @ 125VDC
 50A @ 125VAC
 300A @ 125VDC
 50A @ 125VAC
 300A @ 125VDC
 50A @ 125VAC
 50A @ 125VAC
 1 000
 1 000
 In UL
 0.063
 196000.5
 196000.7
 196000.100.06
 Voltage Power
 50A @ 125VAC
 300A @ 125VDC
 0.16
 0.12 0.094
 0.063 0.33
 2
 225
 150
 10
 4
 5
 196000.1
 196000.1.5
 196000.2
 196000.3
 300A @ 125VDC
 50A @ 125VAC
 300A @ 125VDC
 0.125
 ─ ─
 1.5
 196000.0.750
 I2 t
 2.78
 0.60
 0.001
 0.41
 0.029
 50A @ 125VAC
 Standard(s)[Un] F UL 248-14
 Current
 E167295Size 2.3mmx8mm - Ceramic Tube w/Heat Shrink Tubing, Leeds TinnedRated
 250VAC 250VAC
 Min63mA - 6.3A 4h ─
 Dissipation
 300A @ 125VDC
 1
 ─
 0.057
 RoHS
 2.4 max.0.6
 333888 111...555 7.2 0.8 38 1.5±±± ±±
 G
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SIBA LLC
 FUSES
 598
 Voltage Capacity
 IIrated
 IP - (1 000 pieces)e.g. 70 001 140.3.15IP
 Dimensions[mm]
 G
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 rec [mV] [mW]
 Max
 7000140.0.1257000140.0.160
 ─Min
 7000140.0.2007000140.0.2507000140.0.3157000140.0.4007000140.0.500
 19
 7000140.17000140.1.25
 7000140.27000140.1.6
 7000140.2.57000140.3.157000140.47000140.5
 0.5
 0.2 0.010.2 0.020.2 0.040.2 0.070.3 0.070.4 0.15
 300kA @ 250VAC
 ─ ─ 1s
 Power Pre-arcing ApprovalsDissipation I2 t
 1.8
 0.8 0.641.0 0.88
 0.7
 @ 1.0In
 Voltage
 3 5001 300
 300 200
 0.100 0.125 0.160 0.200 0.250
 DropIn
 [A]
 E180276
 7000140.12.5
 0.315
 RatedCurrent
 0.00240.3 0.004
 0.400 0.500 0.630
 5.9 3.2
 300kA @ 250VAC
 RatedBreaking
 time
 - [s]
 600 600
 Article Number7000140.0.100 4 000
 0.14Units per Package
 10
 6ms4ms 100ms
 0.320.5 0.20
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 600 550
 1.4
 3.0
 5
 30
 7000140.6.37000140.87000140.10
 6.3 8 10
 0.800 1 1.25
 300kA @ 250VAC
 60ms ─Min Max Min Max Min
 0.5
 300kA @ 250VAC
 300
 1.3 1.6
 0.31
 7000140.0.6307000140.0.800
 600 400 400 400 400 400
 102.4
 300kA @ 250VAC
 1A - 12.5A 1h
 300kA @ 250VAC
 Fusing Time Limits Rated Current 1In 2In 2.75In 4In 10In
 25ms ─ 3ms
 MaxMax Min100mA - 800A 1h ─ ─ ─ ─ ─
 Standard(s)[Un] FF
 4
 500 550
 UL
 250VAC 250VAC 50A
 Rated Breaking Test
 500
 2.5300kA @ 250VAC
 3.15
 12.5
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC
 300kA @ 250VAC 3001.9
 2.5 115
 1ms
 [A2s]
 1.6 2
 Time-Current Characteristics
 ClassRated Voltage
 For 6.3A and higher, consideration should be given to heat dissipation
 350 350
 0.320.6
 Current[A]
 300kA @ 250VAC
 300kA @ 250VAC
 0.4 0.0016
 Weight (kg per 100)
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525

Page 28
                        
                        

SIBA LLC
 FUSES
 599
 Voltage Capacity
 7000740.0.315 10kA @ 400VAC 500 0.2 0.04
 IIrated
 For 6.3A and higher, consideration should be given to heat dissipation
 IP - (1 000 pieces)e.g. 70 007 40.1.25IP
 IIrated
 time
 - [s]
 G
 [mm]
 0.315
 Dimensions
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 ─ 60ms ─ 6ms1A - 4A 1h ─ ─ 1s 4ms 100ms 1ms 25ms ─ 3ms
 Fusing Time Limits Rated Current 1In 2In 2.75In 4In 10In
 Min Max Min Max Min Max Min Max
 ─ 1ms
 100mA - 800A 1h ─ ─ ─ ─ ─
 1.2In 2In 2.75In 4In 10In Rated Current
 Min Max
 10kA @ 400VAC
 10kA @ 400VAC 550
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 300kA @ 250VAC
 0.40.50.60.50.70.8
 10kA @ 400VAC
 E180276
 Rated Breaking Test
 0.5
 Article Number
 0.500 0.630 0.800
 0.160
 [mV] [mW] [A2s]
 7000740.0.500
 Dissipation I2 t
 6007000740.0.8007000740.17000740.1.257000740.1.67000740.27000740.2.5
 @ 1.5In
 0.14Units per Package
 0.30.20.2
 0.20.3
 400VAC 400VAC
 [A]
 0.200
 7000740.8
 7000740.3.157000740.4
 1.25
 Current
 3.03.4
 CurrentRated
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 10kA @ 400VAC
 350 400
 0.125 0.0016 0.0024 0.004 0.01
 0.32 0.20 0.31
 0.07 0.07 0.15 0.32
 [Un] FFRated Voltage
 3.8
 600
 Breaking Drop
 7000740.0.160
 4.0
 7000740.6.3
 10kA @ 400VAC
 10kA @ 400VAC 0.02
 7000740.12.5
 10
 1.6
 7000740.16
 7000740.0.200
 0.64 0.88
 7000740.0.250
 7000740.0.400
 300kA @ 250VAC
 10kA @ 125VAC
 250 230 180 150 130
 7000740.0.1007000740.0.125
 rec 0.100
 2 2.5 3.15 4
 0.250
 [A]In
 400 400 400 400
 4 0003 5001 300 600 550
 500
 Class
 0.4
 4.5 8.8 15 46
 Weight (kg per 100)
 1A - 4A 1h ─ ─ 30m 4ms 300ms 1ms 30ms
 1012.5
 10kA @ 400VAC
 10kA
 1
 Rated Voltage Power
 6.3 8
 0.400
 Standard(s)
 3.2
 16
 1.6
 7000740.0.630
 Time-Current Characteristics
 time
 - [s]
 @ 1.0In
 Pre-arcing Approvals
 7000740.10300kA @ 250VAC
 300kA @ 250VAC
 600
 1.01.31.4
 2.8
 1.6
 UL
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 600
 Voltage Capacity
 Short Circuit Protection Only
 IP - (1 000 pieces)e.g. 70 180 40.3.15IP
 @ 1.0In[A2s]
 Time-Current CharacteristicsWeight (kg per 100)
 0.14
 0.500 0.250
 7018040.0.500 100kA @ 660VAC/DC 550 0.3 0.07100kA @ 660VAC/DC7018040.0.250
 Pre-arcing Approvals
 Min
 Drop Dissipation I2 t
 Min Max Min
 Units per Package10
 Max Min
 In CurrentCurrent Breaking
 ─100mA - 500A
 7018040.0.200
 2.75In 4In 10In
 [A]
 0.200
 Max
 100kA @ 660VAC/DC 1 000 0.1 0.0009Article Number [A] [mV] [mW]7018040.0.100
 550 0.2 0.02
 ─ ─ ─
 2In1In Rated Current Fusing Time Limits
 ─1h
 0.100
 6ms─
 660VAC/DC 100kA
 100kA @ 660VAC/DC 600 0.2 0.01
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 ─
 G Rated Voltage Rated Breaking Test Class Standard(s)[Un] aR{FF}
 660VAC/DC
 60msMax Min Max
 Rated Rated Voltage Power
 [mm]Dimensions
 Virt
 uap
 pree
 -arc
 ing
 time
 RMS prospective current
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 601
 Voltage Capacity
 S VS V BS VS V BS V BS V BS V BS V BS V BS V BS V BS V BS V BS V B
 S V BS V BS V B I
 Irated
 S V BS V BS V BS V B
 S V BS V BS V B
 FC - 1 000 pieces with color codeAK - with assembled leaded capsIP - (1 000 pieces)e.g. 179020.3.15IP
 IIrated
 time
 - [s]
 G
 Dimensions[mm]
 Size 5mmx20mm - Glass Tube, Contacts - Brass, Nickel Plated
 0.56 0.8
 1.52.02.53.24.16.2
 11 20 20 25
 140 130
 0.30.4
 100 220
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In 4In 10In
 Min Max Min Max Min Max Min Max Min Max
 0.60.60.70.70.91.01.21.31.4
 40ms
 32mA - 100mA 1h ─ ─ 30m 10ms 500ms 3ms 100ms ─ 20ms125mA - 6.3A 1h ─ ─ 30m 50ms 2s 10ms 300ms ─ 20ms
 ─ 30m 50ms 2s 10ms 400ms ─
 1.72.02.4
 35A @ 250VAC
 35A @ 250VAC
 Weight (kg per 100)0.14
 Units per Package10
 120 120 120 120 120 120 110
 42 79
 100 100 100
 125 100
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 50A @ 250VAC
 1.6 2 2.5
 179020.1.6179020.2179020.2.5
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 3.15
 4
 1.4 179020.1.4 1.5 179020.1.5
 179020.0.315
 0.20.20.3
 0.020.0370.0730.16
 179020.0.200179020.0.250
 0.1000.1250.160
 0.2500.315
 0.0500.0630.080
 time
 - [s]
 179020.0.032179020.0.040179020.0.050179020.0.063179020.0.080179020.0.100179020.0.125179020.0.160 310
 0.8
 0.20.2
 0.0002 0.0004 0.0007 0.0017 0.0022
 I2 tUL Current
 VDE 0820 - 2/2
 Rated Voltage Rated Breaking Test Class Standard(s)[Un] IEC 60127-2/2250VAC 250VAC 1.5kA EN 60127-2/2
 F
 0.3
 290 280 230 200 160 140
 0.310.160.39
 0.30.3
 80A @ 250VAC
 100A @ 250VAC
 5
 179020.3.15
 179020.4179020.5
 3.5 179020.3.5
 Rated Rated Voltage Power Pre-arcing
 0.0320.040
 179020.6.3179020.8179020.10
 63A @ 250VAC
 E167295
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.200 35A @ 250VAC
 35A @ 250VAC
 179020.0.400179020.0.500179020.0.630
 179020.0.800
 8A - 10A 30m ─
 8 10
 Dissipation
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 Current Breaking Drop @ 1.5In
 Article Number rec [A] [mV] [W] [A2s]
 0.40.50.50.6
 0.01
 0.800 1 1.25
 179020.1
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 6.3
 179020.1.25
 0.700 179020.0.700 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.4 130 120 0.5
 In[A] B - BEAB
 S - Semko V - VDE
 35A @ 250VAC
 35A @ 250VAC
 0.4000.5000.630
 0.00010.810 000 8 000 3 500 3 500 2 500 2 200 350
 Approvals Time-Current Characteristics
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 602
 Voltage Capacity
 S S S S S S S S S S S S S S S S S S IS Irated
 S S S
 FC - 1 000 pieces with color codeAK - with assembled leaded capsIP - (1 000 pieces)e.g. 179021.2.5IP
 IIrated
 Dimensions[mm]
 G
 Max
 1) cosφ = 0.7 - 0.8
 32mA - 100mA 1h ─ ─ 30m 10ms 2s 3ms 300ms ─ 20ms125mA - 6.3A 1h ─ ─ 30m 10ms 3s 3ms 300ms ─ 20ms
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In
 8A - 10A 30m ─ ─ 30m 40ms 20s 10ms
 time
 - [s]
 1s ─ 30ms
 10In
 10
 1.0kA @ 250VAC
 Min Max Min
 1.1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 Max Min Max Min
 1.5kA @ 250VAC1
 4InMax Min
 0.6
 Weight (kg per 100)0.14
 Units per Package
 179021.0.080179021.0.100179021.0.125179021.0.160179021.0.200179021.0.250179021.0.315179021.0.400179021.0.500179021.0.630
 2.83.03.44.0
 0.00073 0.0011 0.01 0.02
 0.040.070.170.070.230.310.470.250.390.450.881.2
 1.31.41.61.82.02.12.22.32.42.6
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.0kA @ 250VAC
 1.5kA @ 250VAC1
 179021.0.050179021.0.063
 4 0003 900
 UL Current @ 1.5In
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 [A2s] S - Semko
 [Un] F
 [mV] [W]
 Time-Current Characteristics
 EN 60127-2/1IEC 60127-2/1
 VDE 0820 - 2/1
 time
 - [s]
 100
 0.70.8
 179021.2179021.2.5179021.3.15179021.4179021.5
 4.0
 179021.0.800179021.1179021.1.25179021.1.6
 101932
 120190300600
 270 320
 220 180 150 130 100 100 100
 0.20.20.20.3
 Class Standard(s)
 250VAC 250VAC 1.5kA
 179021.6.3179021.8179021.10179021.12.5179021.16
 8
 Size 5mmx20mm - Ceramic Tube, Contacts - Brass, Nickel PlatedRated
 Rated Voltage Rated Breaking Test
 10 12.5 16
 350
 0.0500.0630.080
 [A] Article Number rec [A]
 Breaking Drop
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 0.6300.800
 1 1.25 1.6 2
 3.15
 450 400
 6.3
 0.1000.1250.1600.2000.2500.3150.4000.500
 E167295
 230 650
 3 200
 CurrentIn
 Dissipation I2 t
 2 6001.5kA @ 250VAC
 1 0.00037 0.000220.5
 1.5kA @ 250VAC1
 Rated Voltage Power Pre-arcing Approvals
 2.5
 4 5
 0.30.91.0
 280
 600 550 500
 360 320 290
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 603
 Voltage Capacity
 Article Number
 IP - (1 000 pieces)e.g. 171100.3.15IP
 IIrated
 Dimensions[mm]
 G
 ── ─ ─ 300ms 20ms
 Rated Voltage Rated Breaking Test Class
 10
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 300A @ 250VAC
 300A @ 250VAC
 480400400240240230170160
 Max Min Max Min Max Min Max1.6A - 6.3A 1h ─ ─ 30m
 Time-Current Characteristics
 time
 - [s]
 Weight (kg per 100)0.14
 Units per Package
 @ 1.5In[A] [mV] [W]
 200
 32 52 100
 2.3
 1.5kA
 Voltage Power Pre-arcing Approvals
 1.31.51.61.7
 18
 250VAC
 Size 5mmx20mm - Glass Tube w/Filler, Contacts - Brass, Nickel Plated
 4In 10In
 [Un] F
 3.23.4
 1.1 2 4 9
 150
 2.8
 250VAC
 Rated
 [A2s]
 1.9
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In
 Current
 1.6 2 2.5 3.15 4 5 6.3 8 10
 In[A]
 Breaking Drop Dissipation I2 tCurrent
 MinMin Max
 171100.1.6171100.2171100.2.5171100.3.15171100.4171100.5171100.6.3171100.8171100.10
 DIN 41571-1Standard(s)
 Rated
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 604
 Voltage Capacity
 Article Number
 IIrated
 IP - (1 000 pieces)e.g. 172100.3.15IP
 Dimensions[mm]
 G
 0.49 0.9
 0.35
 6.5
 130110100 90 90 901.0kA @ 250VAC
 Min Max Min Max─ ─ 40ms
 0.7
 120110140
 150140130
 32mA - 1.2.5A
 190
 0.10.10.10.10.10.10.10.2
 ─ 10m
 80A / 1kA / 300A
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 20ms1h ─ ─ 30m 5ms
 10InMin Max Min Max
 20
 0.8
 Rated Current 1.5In 2.1In 2.75In
 2.02.5
 Min Max
 Fusing Time Limits
 150
 4In
 72 130
 ─ ─
 300A @ 250VAC
 1.0kA @ 250VAC 160
 2s 5ms40ms 2s
 1h ─ 90ms1.6A - 10A
 3.2
 172000.0.400
 3.0 6.1 5.2 10
 Weight (kg per 100)0.14
 Units per Package10
 172100.1.4172100.1.5172100.1.6172100.2172100.2.5172100.3.15172100.4172100.5172100.6.3172100.8172100.10
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 230 370
 1.0kA @ 250VAC
 1.0kA @ 250VAC
 90 90
 0.80.80.91.01.11.31.6
 300A @ 250VAC
 37
 1.0kA @ 250VAC 160
 Standard(s)[Un] M DIN 41571-2250VAC 250VAC
 Class
 Rated Voltage Power Pre-arcing ApprovalsBreaking Drop Dissipation I2 t
 0.20.20.20.20.20.30.30.3
 80A @ 250VAC
 No Filler
 0.4000.5000.630
 172000.0.032172000.0.040
 0.700
 172000.0.063
 0.3
 0.0055 0.0008 0.0013 0.025 0.04 0.07 0.018 0.036 0.07 0.19
 80A @ 250VAC
 80A @ 250VAC
 172000.0.050
 0.0320.040
 80A @ 250VAC
 0.0630.0800.100
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 0.050
 2.5 3.15 4 5 6.3 8 10
 2.8
 172000.0.500172000.0.630172000.0.700172000.0.800172000.1172000.1.25
 [A]
 RatedCurrent
 In
 Rated Voltage
 [A] [mV] [W] [A2s]
 560490440330490330230220
 1 1.25
 100 90 80
 0.1
 5
 1.4 1.680A @ 250VAC
 with Filler
 172000.0.080172000.0.100172000.0.125172000.0.160172000.0.200172000.0.250172000.0.315
 0.125
 0.2000.2500.315
 0.160
 0.800
 80A @ 250VAC
 Time-Current Characteristics
 time
 - [s]
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 Current @ 1.5In
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 Rated Breaking Test
 80A @ 250VAC
 1.4 1.5 1.6 2
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 605
 Voltage Capacity
 172200.0.125172200.0.160172200.0.200172200.0.250172200.0.315172200.0.400172200.0.500172200.0.630172200.0.800172200.1
 1.25 172200.1.25172200.1.6172200.2172200.2.5172200.3.15172200.4172200.5172200.6.3 I172200.8 Irated
 172200.10
 IP - (1 000 pieces)e.g. 172200.10IP
 Dimensions[mm]
 G
 0.2
 Rated Current 1.5In
 125mA - 10A 1h ─ ─Max
 6.1 5.2 10 20
 Current @ 1.5In[A] [mV] [W]
 0.20.2
 1.5kA
 1.5kA @ 250VAC
 Approvals
 Rated Voltage Rated Breaking Test
 90ms
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 Min Max MinMin Max Min Max2s 5ms40ms
 Min Max
 2.0
 I2 t
 [A]
 RatedCurrent
 In
 Rated Voltage Power Pre-arcing
 1.5kA @ 250VAC
 450400150130110100 90 90 90 90
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 130230370 90
 0.40.60.80.80.80.80.91.0
 0.2
 1.5kA @ 250VAC
 [A2s]
 0.036 0.07 0.19
 0.49
 0.1
 2.5
 1.5kA @ 250VAC
 ClassM
 810
 0.1250.160
 1.5kA @ 250VAC
 0.09 0.6 1.0 1.5 3.1
 37 72
 Weight (kg per 100)0.14
 Units per Package10
 Fusing Time Limits
 30m ─ ─
 2.1In 2.75In 4In 10In
 1.11.31.6
 0.10.2
 0.35
 1.5kA @ 250VAC
 0.2500.3150.4000.5000.6300.800
 1
 1.6 2 2.5 3.15 4 5 6.3
 0.200
 0.018230220190150140130120650500
 Breaking
 250VAC 250VAC
 Time-Current Characteristics
 time
 - [s]
 Standard(s)[Un] DIN 41571-2
 Article Number
 Drop Dissipation
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 606
 Voltage Capacity
 S V179120.0.040 2 000 0.02 S V
 S VS VS VS VS VS VS VS VS VS VS VS V
 S VS VS V I
 Irated
 S VS VS VS V
 S VS VS V
 FC - 1 000 pieces with color codeAK - with assembled leaded capsIP - (1 000 pieces)e.g. 179120.1.25IP
 1h ─
 Dimensions[mm]
 0.20.20.30.3
 0.01
 0.035 0.05 0.12 0.16
 4In
 150ms
 32mA - 100mA125mA - 6.3A
 Fusing Time Limits1.5In 2.1In 2.75In 10In
 ─ ─
 Min Max Min Max Min
 20ms
 35A @ 250VAC
 G
 Rated Current
 Class
 1 500
 0.20.20.20.2
 35A @ 250VAC
 3 000
 0.7 1.4
 0.2
 300ms
 140 130 120 110
 Max Min300ms
 1h ─
 1 000 800 700 600 600
 140 100 90 80
 Max
 300ms
 0.80.8
 0.3
 80 80 80 80 80 80
 500
 0.2
 3s 20ms
 35A @ 250VAC
 380
 Min Max
 2m 600ms 10s
 400
 10ms
 0.3
 80 80
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.30.30.30.3
 10s─ 2m 600ms30m
 ─ 2m 200ms 10s 40ms 3s150ms 3s
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.35 0.49 0.9 1.4
 1.6 3.2
 70 70 70
 230
 5.2 8.5 10 20 26
 8A - 20A
 0.6
 1.8
 80
 0.3 0.4
 2.43.03.23.5
 0.6
 0.5
 0.40.40.4
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 179120.10179120.12.5
 179120.20179120.16
 Weight (kg per 100)
 6.5 5.0
 44 50 72
 0.24
 Size 5mmx20mm - Glass Tube, Contacts - Brass, Nickel Plated
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 50A @ 250VAC
 63A @ 250VAC
 [A]
 3.5 4 5
 0.2000.250
 S - Semko
 80A @ 250VAC
 UL Current
 179120.0.160179120.0.200179120.0.250
 T
 0.160
 179120.0.032
 [Un]250VAC
 179120.1.25179120.1.4179120.1.5179120.1.6179120.2179120.2.5179120.3.15179120.3.5179120.4
 1.25 1.4 1.5 1.6
 2.5 2
 3.15
 179120.0.315179120.0.400
 35A @ 250VAC
 35A @ 250VAC
 1
 130 6.3 8 10 12.5
 35A @ 250VAC
 179120.0.500
 179120.5
 2401.3
 6501 3002 200
 70
 0.4000.5000.6300.7000.800
 0.14Units per Package
 10
 179120.1
 125A @ 250VAC
 70 70
 160A @ 250VAC 16 20 200A @ 250VAC
 179120.6.3179120.8
 In
 0.032
 35A @ 250VAC
 35A @ 250VAC
 RatedCurrent
 Article Number rec [A]
 VDE 0820 - 2/3
 Drop Dissipation I2 t
 35A / 10Irat
 E167295
 Time-Current Characteristics
 time
 - [s]
 Standard(s)
 [mV] [W] [A2s] V - VDE
 IEC 60127-2/3EN 60127-2/3
 Rated Voltage Power Pre-arcing ApprovalsBreaking
 179120.0.063179120.0.080179120.0.100179120.0.125
 1.2
 100A @ 250VAC
 250VAC
 179120.0.050
 179120.0.630179120.0.700179120.0.800
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 @ 1.5In
 0.050
 0.1000.125
 Rated Voltage Rated Breaking Test
 0.2
 0.0630.080
 0.315
 0.040
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 607
 Voltage Capacity
 179150.0.032179150.0.040179150.0.050179150.0.063179150.0.080179150.0.100179150.0.125179150.0.160179150.0.200179150.0.250179150.0.315179150.0.400179150.0.500 S V179150.0.630 S V179150.0.800 S V179150.1 S V179150.1.25 S V179150.1.6 S V I179150.2 S V Irated
 179150.2.5 S V179150.3.15 S V179150.4 S V179150.5179150.6.3179150.8179150.10
 IP - (1 000 pieces)e.g. 179150.0.63IP
 EN 60127-2/6VDE 0820 - 2/6
 Class
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 700
 ApprovalsBreaking
 Time-Current Characteristics
 time
 - [s]
 Pre-arcingDrop
 0.1600.200 0.3
 0.3 0.7
 0.20.20.20.20.30.30.30.4 80
 80
 T IEC 60127-2/6
 150A @ 250VAC
 Standard(s)
 6.3
 80 80
 70380
 150A @ 250VAC
 125mA - 6.3A 1h ─
 Dimensions[mm]
 80 80
 Min Max Min200ms
 Size 5mmx20mm - Glass Tube, Contacts - Brass, Nickel Plated
 150A @ 250VAC
 150A @ 250VAC
 100 90 80
 120 110
 10
 130230240 8
 ─600ms 10s 150ms
 Max
 150A @ 250VAC
 150A @ 250VAC
 20ms
 0.60.6
 1.4 0.35 0.49 0.9 1.4 3.2 6.5 5.0
 0.3
 V - VDE
 70
 0.125
 2m 10s 40ms 3s 10ms2m 150ms
 3s
 0.400
 Weight (kg per 100)0.14
 Units per Package10
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In 4In 10In
 Min
 300ms
 10
 4 5
 0.2500.315
 ─ ─
 1.6
 0.800 1 1.25
 20 26 44
 0.81.21.31.82.4
 2 2.5 3.15
 0.5000.630
 600ms 10s
 150A @ 250VAC
 0.5
 150A @ 250VAC
 3s 20ms
 Min
 150A @ 250VAC
 300ms
 Max300ms
 2 0001 500
 0.01 0.02
 0.20.20.20.2
 0.12 0.16
 0.20.3
 0.035 0.05
 600 600 500
 0.24 0.4
 Voltage
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 Dissipation I2 t
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC 70
 0.3
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 150A @ 250VAC
 72
 3 000
 Power
 0.100
 1 000 800
 0.0320.0400.050
 [A2s]Article Number [A] [mV] [W]S - Semko
 Rated Voltage Rated Breaking Test [Un]250VAC 250VAC 150A
 [A]Current @ 1.5In
 Rated Current
 In
 G
 Rated
 0.0630.080
 400 140 130
 8A - 100A 30m ─ ─ 2m
 Max Min Max32mA - 100mA 1h
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 608
 Voltage Capacity
 S VS VS VS VS V IS V Irated
 S VS VS V
 FC - 1 000 pieces with color codeAK - with assembled leaded capsIP - (1 000 pieces)e.g. 179200.3.15IP
 IIrated
 150ms
 179200.2.5 3
 179200.3.15 3
 179200.4 3
 ─
 30m
 10In
 0.6 1.0 1.5 3.1 6.1 5.2
 2.53.13.9
 0.40.60.8
 179200.0.630
 1.11.31.6
 UL Rec. 1.5kA@300VDC, L/R = Res - 1A - 10A1) cosφ = 0.7 - 0.8
 ─
 179200.0.500
 179200.0.800
 10ms
 8A - 16A 30m
 1A - 3.15A 1h
 G
 RatedCurrent
 1.5kA @ 250VAC1
 0.45
 Fusing Time Limits
 Max150ms
 Weight (kg per 100)0.14
 Units per Package10
 Rated Current 1.5In 2.1In 2.75In
 1.5kA @ 250VAC1
 ─
 179200.16
 Dimensions[mm]
 179200.6.3179200.8179120.10
 0.8
 0.315
 0.500 350
 1.25
 4In
 750ms
 0.25
 Max
 150ms
 50ms 5s 5s
 200 150
 Rated Voltage Rated Breaking Test
 80s
 time
 - [s]
 Min Max Min
 130 0.80.91.0
 V - VDE 0.02 0.05
 10ms
 Min Max Min100mA - 800mA 1h
 230
 0.02 0.02 0.045 0.08
 Rated Voltage Power Pre-arcing Approvals
 3)
 0.8 0.35
 2.0 90
 72 130
 0.4
 10 20
 1.5kA @ 250VAC1
 200ms 80s
 370 630
 1.5kA @ 250VAC1
 0.6300.800
 1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 300 300 250
 0.160
 Article Number rec [A] [mV]
 100 90
 179200.1 3
 179200.1.25 3
 179200.1.6 3
 179200.2 30.8
 1 500
 ─ ─ 30m
 Class
 1.6 2
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 179200.5
 70 70
 0.14179200.0.160
 1 5001 0002 8002 3002 200
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 S - Semko[A2s]
 750ms 80s 150ms 5s 10ms 150ms5s 150ms
 ─ 30m4A - 6.3A 1h ─
 1.0179200.0.315
 179200.0.050179200.0.063179200.0.080
 1.5kA @ 250VAC1
 12.5 16
 1.5kA @ 250VAC1
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 90 8
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 179200.12.5
 2.5 3.15 4
 90 90
 5 6.3
 110
 37
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 2 100
 ─ 30m 750ms 80s95ms 5s
 @ 1.5In
 Min Max
 [W] 1.5kA @ 250VAC
 1
 Time-Current Characteristics
 time
 - [s]
 0.125
 [A]0.0500.063
 1 800
 InBreaking Drop Dissipation I2 t
 UL Current
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 0.20.20.60.60.80.9
 179200.0.100179200.0.125
 0.100
 0.400
 1 5001 000 850179200.0.400
 10
 0.2000.250
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 0.91.0179200.0.250
 179200.0.200
 0.080
 1.0
 E167295 VDE 0820 - 2/5
 Standard(s)[Un] T IEC 60127-2/5250VAC 250VAC 1.5kA EN 60127-2/5RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525

Page 38
                        
                        

SIBA LLC
 FUSES
 609
 Voltage Capacity
 IIrated
 Time-Current Characteristics
 [A]
 Power Pre-arcingVoltage Breaking
 1h ─
 CurrentI2 t
 30m
 @ 1.5In
 1) cosφ = 0.7 - 0.8
 [A2s]250
 150ms
 Dimensions[mm]
 4A - 6.3A
 Size 5mmx20mm - Ceramic Tube w/Filler, Contacts - Brass, Gold Plated
 Drop Dissipation
 179200.3.15SMD
 130
 150ms
 1.0
 750ms─
 90
 1 179200.1SMD
 1A - 3.15A 1h ─ ─ 30m 750ms 80s 95ms
 1.25 1.6
 1.5kA @ 250VAC1
 2.75In 4In
 Class
 80s 5s 10ms
 5.2 10
 179200.1.25SMD179200.1.6SMD
 200150
 0.80.80.8
 1.5 3.1 6.1
 20
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 179200.2SMD
 5s 10ms 150ms
 37 72130
 Fusing Time Limits Rated Current 1.5In 2.1In
 4 179200.4SMD 5 179200.5SMD 6.3
 90 90
 250VAC 250VAC 35A EN 60127-2/5E167295 VDE 0820 - 2/5
 Rated
 [A] Article Number rec
 CurrentIn UL
 Rated
 10InMin Max Min Max Min Max Min Max Min Max
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 1.5kA @ 250VAC1
 3.15110100
 0.80.9
 1.11.31.6
 2
 time
 - [s]
 [mV] [W]
 G Rated Voltage Rated Breaking Test
 2.5 179200.2.5SMD
 179200.6.3SMD
 Standard(s)[Un] T IEC 60127-2/5
 Weight (kg per 100)
 Units per Package
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 610
 Voltage Capacity
 173100.1.6173100.2173100.2.5173100.3.15173100.4173100.5173100.6.3
 179120.10173100.12.5173100.15173100.16
 IP - (1 000 pieces)e.g. 173100.1.6IP I
 Irated
 1.31.4 300A @ 250Vac
 300A @ 250Vac
 100 1 150
 1.2
 1 800
 Dimensions[mm]
 time
 - [s]
 1.1 140
 1) Maximum according to EN 60127-2/5 80
 G
 45
 0.80.9
 Size 5mmx20mm - Glass Tube w/Filler, Contacts - Brass, Nickel Plated
 12.5
 2001
 1901
 1801 300A @ 250Vac
 115
 1 800
 @ 1.5InCurrent
 In[A]
 Current
 Rated Voltage Power
 1.6A - 16A 1h ─
 300A @ 250VAC
 300A @ 250Vac 300A @ 250VAC
 ApprovalsBreaking Drop Dissipation I2 t
 300A @ 250Vac 300A @ 250Vac
 300ms 3s
 Rated Voltage Rated Breaking Test Class
 72 130 150
 1.6 2 2.5
 16 26
 135
 Max Min Max Min
 6.3
 Max Min Max Min Max
 173100.8
 130 125
 3.8
 300A @ 250Vac 120
 3.3 16
 2.8
 30m ─ ─
 Standard(s)[Un] T DIN 41571-3250VAC 250VAC 300A
 [A2s] 300A @ 250Vac
 60ms 300ms
 10
 1.31.61.9
 240 390 620
 Fusing Time Limits Rated Current 1.5In 2.1In 2.75In 4In 10In
 Min
 Rated
 3.15 4 5
 8
 Article Number [A] [mV] [W]
 Time-Current CharacteristicsPre-arcing
 300A @ 250Vac
 15
 0.13Units per Package
 ─
 300A @ 250Vac
 80
 100
 Weight (kg per 100)
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 611
 Voltage Capacity
 179500.0.080179500.0.100179500.0.125179500.0.150179500.0.200179500.0.250179500.0.300179500.0.375179500.0.400179500.0.500179500.0.630179500.0.700179500.0.750179500.0.800179500.1179500.1.25179500.1.5179500.1.6 I179500.2 Irated
 179500.2.5179500.3
 IP - (1 000 pieces)e.g. 179500.1.6IP
 Approvals
 Dimensions[mm]
 Rated
 0.630
 1 1.25
 0.500
 0.4 300 280 25
 325590
 1601) 10kA@125VAC, 35A@250VAC - cosφ = 0.7 -0.82) 10kA@125VAAC, 100A@250VAC - cosφ = 0.7 -0.8
 Fusing Time Limits2.0In
 MaxMin Max Min
 2.0 3.1 4.5 5.5 6.412
 0.750
 0.375
 [A2s]
 0.700
 Max
 Size 5mmx20mm - Glass Tube, Contacts - Brass, Nickel Plated
 0.30.3
 Rated
 35A @ 250VAC1
 Rated Voltage Rated Breaking Test
 0.30.30.30.30.40.40.4
 35A @ 250VAC1
 35A @ 250VAC1
 0.024 0.053
 Drop Dissipation I2 tCurrent
 250VAC 250VAC 35A / 100A
 ─
 350
 2 2.5 3
 1.5 1.6
 35A @ 250VAC1
 100A @ 250VAC2 190.4
 0.50.50.50.60.6
 270 235 215 200
 time
 - [s]0.250
 0.300
 CurrentIn
 [A]
 0.400
 0.125
 100A @ 250VAC2
 2 8002 4002 1001 8001 3001 1001 050 900 850 650 550 500 450 400
 35A @ 250VAC1
 35A @ 250VAC1
 0.08 0.13 0.24 0.42 0.8 1.5 1.6
 Article Number [A]
 0.800
 35A @ 250VAC1
 CSA C22.2 -E167295 No 248.14
 Time-Current Characteristics
 G
 Voltage Power Pre-arcing
 0.40.40.40.40.4
 35A @ 250VAC1
 35A @ 250VAC1
 35A @ 250VAC1
 0.080
 UL @ 1.0InBreaking
 0.100
 0.1500.200
 35A @ 250VAC1
 35A @ 250VAC1
 35A @ 250VAC1
 35A @ 250VAC1
 35A @ 250VAC1
 [mV] [W]
 Class Standard(s)[Un] T/D UL 248-14
 100A @ 250VAC2
 100A @ 250VAC2
 Rated Current 1.0In 1.35In
 100A @ 250VAC2
 100A @ 250VAC2
 Min─ ─
 Weight (kg per 100)0.1
 Units per Package
 ─5s
 10
 4h 1h 120s ─ ─Max Min Min
 80mA - 3AMax
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 612
 Voltage Capacity
 Size 5mmx20mm - Glass Tube, Contacts - Brass, Nickel Plated
 IP - (1 000 pieces)e.g. 190000.2IP
 IIrated
 Fusing Time Limits Rated Current 1.5In 4In
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 Min Max
 190000.4
 Dimensions[mm]
 35A @ 250VAC
 500
 ─
 2.1In 2.75In
 [Un]
 0.800
 0.3
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 Min Max Min Max Min Max
 0.40.4
 1 1.25
 0.6
 200s 1.5s
 0.400
 G
 10In
 40s
 190000.0.630190000.0.800190000.1190000.1.25
 TT
 450400 0.3
 0.40.630
 30m
 190000.0.400190000.0.500
 5s
 0.5
 0.8
 10
 Max400mA - 4A 1h ─ 150ms
 300
 3.15 4
 250200200200150150100
 1.6 2 2.5
 190000.1.6190000.2190000.2.5190000.3.15
 Min3s
 26 37 45 72130
 370230
 0.60.6
 250VAC 250VAC 35A /10 Irat
 Rated Rated Voltage Power Pre-arcing ApprovalsBreaking Drop Dissipation I2 tCurrent @ 1.0In
 Article Number [A] [mV] [W] [A2s]
 Time-Current Characteristics
 time
 - [s]
 0.1Weight (kg per 100)
 Units per Package
 Standard(s)
 0.500
 Rated Voltage Rated Breaking Test Class
 2.5
 CurrentIn
 [A]35A @ 250VAC
 4.60.3 10 15
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 613
 Voltage Capacity
 IIrated
 IIrated
 172525.1
 4
 0.15
 171525172525
 Max Min Max Max
 80A @ 250VAC
 172525.2
 172525.0.160
 with filling
 Units per Package10
 0.12
 32mA - 10A ── ─ ─ 600ms
 80A @ 250VAC
 5 171525.5171525.6.3 80A @ 250VAC
 172525.4172525.5172525.6.3
 8 171525.8 80A @ 250VAC
 1.25 171525.1.25 50A @ 250VAC
 1.6 171525.1.6 80A @ 250VAC
 Min
 172525.0.063172525.0.080
 171525.0.125
 171525.0.032 50A @ 250VAC
 171525.0.100 50A @ 250VAC
 0.125
 Approvals
 G
 172525.8
 Breaking
 172525.0.200
 171525.4
 Dimensions[mm]
 172525.3.15
 172525.0.100172525.0.125
 time
 - [s]
 3.15 171525.3.15
 Rated Breaking Test
 171525.0.160 50A @ 250VAC
 172525.0.400
 Weight (kg per 100)
 172525.2.5
 Min Max
 Class
 without filling
 0.315 171525.0.315 50A @ 250VAC
 0.400 171525.0.400 50A @ 250VAC
 172525.0.250
 ─1h ─
 CurrentArticle Number [A]
 171525.0.250 50A @ 250VAC
 0.160
 172525.0.500
 F & M[Un]
 Rated Current Fusing Time Limits
 1.5In 2.1In 2.75In 4In 10InMin
 0.500
 80A @ 250VAC
 80A @ 250VAC
 Size 5mmx25mm - Glass Tube w/Filler, Contacts - Brass, Nickel Plated
 171525.0.800 50A @ 250VAC172525.0.800
 0.250
 172525.10
 50A @ 250VAC
 0.100
 0.063 171525.0.063 50A @ 250VAC
 0.080 171525.0.080
 80ms100s
 0.800
 250VAC 250VAC 50A / 80A
 Rated Rated
 Article Number
 Time-Current Characteristics
 time
 - [s]
 172525.0.630
 1 171525.1
 6.3
 50A @ 250VAC
 0.630
 2.5 171525.2.5 80A @ 250VAC
 50A @ 250VAC
 0.200 171525.0.200 50A @ 250VAC
 171525.0.500
 50A @ 250VAC
 80A @ 250VAC
 171525.0.630
 [A]
 172525.0.315
 172525.1.25
 172525.1.6
 Rated Voltage Standard(s)
 32mA - 10A 1h ─ ─ ─ 100s 20s 2s 40s 5ms 100ms
 10 171525.10
 2 171525.2
 0.050 171525.0.050 50A @ 250VAC
 172525.0.032172525.0.050
 CurrentIn
 50A @ 250VAC
 0.032
 Max
 F M
 Min
 RoHS
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 614
 Voltage Capacity
 Approvals
 IIrated
 Rated Current
 Class
 Dimensions
 7001908.0.5007001908.0.8007001908.17001908.1.67001908.27001908.2.57001908.37001908.47001908.6
 5InMax
 1 500
 RatedCurrent
 In[A]
 6
 [Un]
 2.75In2.1In1.5InFusing Time Limits
 Max30ms
 0.5000.800
 1 1.6 2 2.5 3 4
 10In
 1 2001 0001 120
 [mm]
 Min Max
 G Rated Voltage Rated Breaking Test
 Min Max Min MaxMin
 Standard(s)DIN 41572
 Rated Voltage Power Pre-arcingBreaking Drop Dissipation I2 t
 Units per Package
 1.5kA @ 60Vac1.5kA @ 60Vac1.5kA @ 60Vac1.5kA @ 60Vac1.5kA @ 60Vac1.5kA @ 60Vac
 Article Number
 19
 1 2001 000 900
 41140
 1.5kA
 800 600
 0.16 0.8 0.64 2.6 4.9
 Current[A]
 Time-Current Characteristics
 time
 - [s]
 10
 1.5kA @ 60Vac
 1.5kA @ 60Vac1.5kA @ 60Vac
 Weight (kg per 100)
 60VAC 60VAC
 [mV] [W] [A2s]
 1h ─ ─ 30m ─── 100s 400msMin
 Size 10mmx51mm - Glass Tube, Contacts - Brass, Nickel Plated
 500mA - 6A
 RoHS
 10
 2951
 2
 G
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SIBA LLC
 FUSES
 615
 Voltage Capacity
 171526.1.6171526.2171526.2.5171526.3.15171526.4171526.5171526.6.3171526.8171526.10
 IIrated
 Rated Current
 G
 @ 1.5In
 63
 1.5kA @ 250VAC
 120 Red
 [A] 1.6
 [mm]Dimensions
 8
 Min Max Min Max Min Max
 Size 5mmx25mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 Black
 0.9
 Rated Breaking Test
 10
 DIN 41576-1Class
 Brown
 1.5kA @ 250VAC
 ColorCode
 3.3 100
 Dissipation
 2 2.5 3.15
 RatedCurrent
 In
 4
 200
 Article Number
 Power Pre-arcing
 2.53.0
 4In 10In
 Rated Voltage
 6.3
 Time-Current CharacteristicsI2 t
 5 White Green Grey
 2.3 2.4
 Current
 33
 Orange Blue Yellow
 250
 [mV] [W]
 16
 [A2s][A]
 4 6.5
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 200180170150
 Standard(s)F
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.6A - 10A
 640
 ─
 Weight (kg per 100)
 1.5kA @ 250VAC
 [Un]
 420320
 Breaking Drop
 1.5kA @ 250VAC
 ─
 250VAC 250VAC 1.5kA
 Rated Voltage
 1h
 1.11.21.41.72.1
 ─
 1.5In 2.1In 2.75InFusing Time Limits
 ─
 10
 20ms400ms─ ─Min Max Min Max
 0.13
 time
 - [s]
 Units per Package
 30m
 RoHS
 5.2 +0.1-0.2Ø
 25 0.5±
 G
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SIBA LLC
 FUSES
 616
 Voltage Capacity
 IIrated
 IIrated
 Rated Current
 Standard(s)DIN 41576-2
 1.6A - 6.3A 1h ─
 2.1In
 70ms
 Min Max Min
 87 170 190
 Min Max10In
 GreyRed
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 0.10.1
 Violet
 Orange
 0.2
 Article Number
 5ms2s 5ms
 ─ ─
 Dimensions
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 30ms
 0.3150.400
 RatedCurrent
 In
 0.800
 2s 5ms
 Green
 70ms
 500ms1.6A - 6.3A 1h
 9.6 15 24 40
 Max Min Max Min
 1.5kA @ 250VAC
 time
 - [s]
 172526.0.100
 172526.0.050
 ─ ─ 60ms
 [mm]
 Size 5mmx25mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 5 .6
 172526.2.5172526.3.15172526.4
 80A @ 250VAC
 1.5kA @ 250VAC
 Grey
 400
 G
 0.500
 1.5In
 3
 5In
 [A] [mV] [W] [A2s]
 M
 172526.1.6
 172526.0.063
 250VAC 250VAC 80A / 1.5kA
 Max
 [Un]
 375
 Fusing Time Limits
 370
 1.6A - 6.3A 1h ─ ─ 2m
 1.6
 6.3 8
 ─ ─ 3m
 5
 2.75In
 410280250
 315
 480
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 2
 [A]
 3.15 4
 ─ ─ 40s
 Rated Voltage Rated Breaking Test Class
 White
 1.5kA @ 250VAC
 0.60.70.91.11.31.5
 with filler
 BlueYellowBlackBrownWhite
 1.8
 2.5
 0.0500.0630.080
 172526.1
 172526.5172526.6.3172526.8172526.10
 0.630
 172526.0.125172526.0.160
 5.5
 0.7
 1.5kA @ 250VAC
 0.2
 80A @ 250VAC
 1.25
 3.2
 80A @ 250VAC 0.005
 3.5
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 80A @ 250VAC
 520520520
 0.022 0.041 0.1
 Red
 0.1000.1250.1600.2000.250
 1
 10
 220
 172526.0.400172526.0.315
 1.1
 1.61.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 Current @ 1.5In
 BlueYellowBlack
 0.10.10.10.1
 0.2 0.56
 0.009
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 160150
 without filler
 0.2
 Weight (kg per 100)0.15
 Units per Package10
 ─
 WhiteGreen
 30m
 0.007
 400
 Green
 360300250180180
 172526.2
 150
 0.4
 60ms
 400350
 Time-Current Characteristics
 time
 - [s]
 Brown
 172526.0.200172526.0.250
 172526.0.500172526.0.630172526.0.800
 GreyRedVioletOrange
 0.2
 172526.1.25
 500500
 Rated Voltage Power Pre-arcing ColorBreaking Drop Dissipation I2 t Code
 0.20.2
 0.2 0.22 0.31
 0.2
 172526.0.080
 RoHS
 5.2 +0.1-0.2Ø
 25 0.5±
 G
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SIBA LLC
 FUSES
 617
 Voltage Capacity
 IIrated
 IIrated
 Rated Current
 Code
 Brown
 70kA @ 500VAC1
 70kA @ 500VAC1
 70kA @ 500VAC1
 Current
 Size 5mmx25mm - Ceramic Tube w/Indicator, Contacts - Brass, Nickel Plated
 Breaking
 F
 3.15
 7008913.0.8007008913.1
 70kA @ 500VAC1
 70kA @ 500VAC1
 70kA @ 500VAC1
 @ 1.5In
 [Un]
 1.6
 Rated Breaking Test Rated Voltage
 7008913.0.3157008913.0.4007008913.0.500
 70kA @ 500VAC1
 70kA @ 500VAC1
 2 2.5
 Drop Dissipation I2 t
 1.11.21.4
 950900
 0.05 0.05 0.15 0.15 0.25 0.5
 70kA
 Rated Voltage Power
 ─
 10
 0.315
 0.800 1 1.25
 Pre-arcing Color
 [W]
 approved
 Black 4 5 6.3 70kA @ 500VAC
 1
 70kA @ 500VAC1
 [A] [mV]
 2.56.0
 Standard(s)
 7008913.47008913.57008913.6.370089 3.8
 Lloyds 400VAC 500VAC
 RedViolet
 0.30.50.50.60.30.30.40.9
 7008913.0.250
 50ms ─ ─
 2.1In
 time
 - [s]
 Red
 1h ─ ─ ─
 7008913.10 70kA @ 500VAC1 150
 1) 10kA @ 250VDC
 RatedCurrent
 In
 0.4000.500
 [A]0.250
 800
 G
 [A2s]
 8
 Min Min MaxMax500mA - 4A 1h ─ ─
 7In
 Article NumberYellowBlackBrownWhiteGrey
 200200150190
 7008913.1.257008913.1.67008913.27008913.2.5
 WhiteGreenGrey
 Min Max
 1.72.1 33
 6313
 Min Max
 7008913.3.15
 70kA @ 500VAC1
 70kA @ 500VAC1
 70kA @ 500VAC1
 1.1 2.3 2.4 4 6.5 16
 Class
 32 10 5.0
 Min Max1.5In 5In
 700300300
 Weight (kg per 100)0.13
 Units per Package
 Fusing Time Limits
 5A - 10A 1h ─ ─
 70kA @ 500VAC1
 70kA @ 500VAC1
 250400400350300
 OrangeBlueYellow
 Time-Current Characteristics
 time
 - [s]
 ─ ─ 1h ─
 1.9In
 ─ 100ms
 RoHS
 5.2 +0.1-0.2Ø
 25 0.5±
 G
 Dimensions[mm]
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SIBA LLC
 FUSES
 618
 Voltage Capacity
 IIrated
 IIrated
 Rated Current
 Dimensions[mm]
 7001407.1.257001407.1.6
 7001607 / 7001707
 7001407.1
 25
 360
 310480
 ─
 7001205
 7001407
 2m
 7001205.6.3
 1.21.3
 1.5kA @ 250VAC
 380
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 ─ ─ 60ms 2s
 40
 DIN 41577 T.2
 0.1 0.2 0.22
 1.5kA @ 250VAC
 time
 - [s]
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 7001407.27001407.2.57001407.3.157001407.4
 1h ─ ─
 Size 5mmx"L"mm - Ceramic Tube w/Indicator, Contacts - Brass, Nickel Plated
 time
 - [s]
 Time-Current Characteristics
 1.5kA @ 250VAC
 1.5kA @ 250VAC
 Min
 70ms70ms
 [Un]
 2s
 Standard(s)
 2.5 3.15 4
 1.25 1.6
 250180160
 Max Min Max4In
 Max
 Rated Voltage
 RatedCurrent
 Rated Voltage
 80mA - 100mA
 25
 6.3
 Power Pre-arcingBreaking Drop Dissipation I2 t
 250VAC 250VAC 80A / 1.5kA
 500400400500470
 Length"L"
 0.400
 80A @ 250VAC
 80A @ 250VAC
 1.5kA @ 250VAC
 [mw] [A2s]
 G
 7001607.0.1000.10.1
 0.500
 7001607.0.1607001607.0.2007001707.0.2507001707.0.3157001707.0.4007001707.0.500
 0.31400400
 0.10.10.20.20.20.20.2
 10
 500ms─
 1.1
 Current @ 1.5In
 Min Max
 520500
 Class
 Min5ms
 400
 60ms
 80A @ 250VAC
 0.017 0.022
 [A] [A]0.080
 0.1600.2000.2500.315
 40ms
 Rated Breaking Test
 0.30.3
 170
 15 9.6
 1.6 3.5 5.5 5.6
 7001607.0.125
 80A @ 250VAC
 80A @ 250VAC
 1h ─125mA - 630mA
 ─ ─
 1.1
 In
 7001607.0.080
 20
 ─
 1.5kA @ 250VAC
 Article Number
 Weight (kg per 100)0.15
 Units per Package
 30ms
 [mm]
 0.56
 1.0
 0.3
 5ms
 1.5kA @ 250VAC
 3507001407.0.800
 1h
 24
 5ms
 ─
 Fusing Time Limits1.5In 2.1In 2.75In 10In
 Min Max
 0.2
 ─ 30m
 M
 1.5kA @ 250VAC
 2
 7001707.0.6300.6300.8
 1
 [mV]
 0.1000.125
 1.81.5kA @ 250VAC
 1.5kA @ 250VAC
 2m
 0.041
 800mA - 6.3A
 300
 201.0
 0.7
 RoHS
 5.2 +0.1-0.2Ø
 222555 000...555±±±
 20
 5.2
 0.5
 +0.1-0.2Ø
 ±
 G
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SIBA LLC
 FUSES
 619
 Voltage Capacity
 IIrated
 IIrated
 Rated Current
 Dimensions[mm]
 1.25 50A @ 500VAC
 with filling
 Weight (kg per 100)0.12
 Units per Package
 172530.0.080
 171530.2.5
 600ms171530Max
 8 171530.8 172530.8 80A @ 500VAC
 10 171530.10
 172530.0.315
 50A @ 500VAC
 ─ ─32mA - 10A 1h
 1.6 171530.1.6
 172530.0.400 50A @ 500VAC
 172530.1.25
 ─1h
 time
 - [s]
 50ms 30s 20ms 2s
 Breaking
 0.630 171530.0.630 50A @ 500VAC
 172530.0.630
 171530.0.160
 Max
 0.500 171530.0.500
 172530.0.0500.063 171530.0.063
 5ms 100ms
 Rated Current
 without filling
 Rated Voltage
 50A @ 500VAC
 50A @ 500VAC
 0.160
 80ms
 Rated
 172530.0.200
 Min
 In Current[A] Article Number
 32mA - 10A
 0.400 171530.0.400
 171530.1 172530.1
 171530.5 172530.5
 0.315
 Min Min
 80A @ 500VAC
 171530.4
 171530.10 80A @ 500VAC
 100ms ─
 80A @ 500VAC
 1.5In 2.1In 2.75In
 171530.1.25
 50A @ 500VAC
 50A @ 500VAC
 172530.0.032 50A @ 500VAC
 500VAC 500VAC 50A
 Size 5mmx30mm - Glass Tube w/Filler, Contacts - Brass, Nickel Plated
 50A @ 500VAC
 time
 - [s]
 0.100 171530.0.100 172530.0.100 50A @ 500VAC
 0.125
 0.200 171530.0.200172530.0.160
 172530.0.500
 0.050 171530.0.050
 171530.0.125
 0.800
 ─ ─ ─
 172530.2.5
 172530.1.6
 171530.0.800
 171530.3.15 172530.3.15
 172530.0.800
 ─
 10InMin
 3.15 4
 Fusing Time Limits
 172530.4 80A @ 500VAC
 G Rated Breaking Test
 50A @ 500VAC
 80A @ 500VAC
 80A @ 500VAC
 50A @ 500VAC
 172530.0.063 50A @ 500VAC
 MaxMin
 50A @ 500VAC
 Max
 F/M
 0.080 171530.0.080
 Standard(s)
 [A]
 0.032 171530.0.032
 Article Number
 171530.0.315
 172530.6.3
 171530.0.250 172530.0.250
 1
 80A @ 500VAC
 2 171530.2 172530.2 80A @ 500VAC
 2.5
 172530.0.125
 Time-Current Characteristics
 [Un]
 5
 0.250
 6.3
 50A @ 500VAC
 Max4In
 10
 171530.6.3
 Class
 172530
 F M
 ─
 RoHS
 5.2 +0.1-0.2
 30± 0.5
 Ø
 G
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SIBA LLC
 FUSES
 620
 Voltage Capacity
 IIrated
 0
 IP - (1 000 pieces)e.g. 70 125 40.16IP
 IIrated
 Rated Current
 Dimensions
 3.15 4
 Current @ 1In/1.2In
 50kA @ 500VAC 230 25 7012540.25 11 87
 2 2.5
 For 6.3A and higher, consideration should be given to heat dissipation
 46
 7
 700 650 650
 300 300
 0.07
 1.2In
 Article Number
 1h1h ─
 Min
 0.04
 0.24Units per Package
 0.800
 1.25
 0.4000.5000.630
 0.315
 0.1600.200
 0.100
 7012540.4
 7012540.1.257012540.1.6
 ─Max
 ─
 50kA @ 600VAC
 650 550
 7012540.0.4007012540.0.500
 time
 - [s]
 7012540.0.6307012540.0.800
 50kA @ 600VAC
 Max
 1.4
 350 350 300
 10
 0.3
 7012540.0.315
 50kA @ 700VAC1
 4In
 30ms4ms 300s 1ms
 1In
 Rated Voltage
 [mm]
 Power
 6500.64
 4 4.5
 50kA @ 600VAC
 0.4 0.5
 [A] [mV]
 4ms
 Fusing Time Limits
 5
 ─
 2 500
 911
 0.0017 0.0040.010.02
 Pre-arcingDissipation I2 tDrop
 [Un] FF700VAC 700VAC 50kA
 E180276
 G Rated Breaking Test Class
 RatedCurrent
 50kA @ 700VAC1
 50kA @ 700VAC1
 50kA @ 700VAC1
 50kA @ 700VAC1
 0.3
 0.4 0.2 0.2 0.3 0.3
 700
 7012540.20
 650
 10In
 2 000
 20
 Min Max
 6.3A - 20A ─ ─5ms─150s 1ms 25ms
 Standard(s)
 7012540.27012540.2.5
 6.5 12 18 31
 Weight (kg per 100)
 600 750
 50kA @ 700VAC
 150kA @ 700VAC
 1
 0.125 2 200
 6ms1A - 5A
 Min Max Min─ ─ 60ms
 ─ 2ms─ ─
 160mA - 800mA
 0.5
 1.2 500 450 400
 50kA @ 700VAC1
 0.9 1.1
 2.0
 Min
 10
 7012540.0.250
 1.8 2.0
 50kA @ 700VAC1
 5.0
 50kA @ 700VAC1
 50kA @ 600VAC
 1h ─ ─ ─Max
 [W] [A2s]7012540.0.100
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 In[A]
 0.0009
 0.250
 10 12.5 16
 50kA @ 700VAC1
 50kA @ 500VAC
 2.75In
 50kA @ 600VAC
 0.8
 7012540.107012540.12.57012540.16
 50kA @ 600VAC
 50kA @ 500VAC
 50kA @ 500VAC
 50kA @ 700VAC1
 1.6
 1.4 1.6
 7012540.6.3
 7012540.3.15
 7012540.10.230.320.200.31
 50kA @ 700VAC1
 900 800
 7012540.0.1257012540.0.160
 Rated Voltage
 400
 7012540.0.200
 1
 Breaking
 50kA @ 600VAC
 5 7012540.5
 7012540.8 3.0 6.3
 8
 0.120.15
 50kA @ 700VAC1
 Time-Current Characteristics
 time
 - [s]
 1) 20kA @ 500VDC
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 621
 Voltage Capacity
 IIP - (1 000 pieces) Irated
 e.g. 70 172 40.1.6IP
 Rated Current
 25ms─ ─6ms
 [mm]
 I2 tCurrent
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 7017240.0.400
 1000VAC 30kA
 0.30.40.20.20.3
 0.00170.0040.010.020.040.07
 700 650
 Rated Breaking Test Class
 0.250
 2 2002 000
 [Un]
 Dimensions
 7017240.0.8007017240.1
 0.150.230.320.31
 0.50.8
 0.3
 0.0009
 Standard(s)
 Rated
 1.1
 2.75In 4In
 7017240.2
 Min
 900 800
 E167295
 1A - 2A ──
 Max─
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 Max
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 650
 0.3
 2
 7017240.0.5000.400
 ─ ──
 10In
 0.40.5
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 Rated Voltage
 Units per Package
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 30kA @ 1000VAC/DC
 Pre-arcingBreaking Drop Dissipation
 ─1h
 (FF)
 [mV]
 Current
 1000VAC
 MaxMin
 7017240.1.6
 Min Max
 Fusing Time Limits1In
 Rated
 In[A]
 Voltage Power
 0.5000.630
 0.200
 2 500[W] [A2s]
 7017240.0.1007017240.0.1257017240.0.160
 Article Number
 7017240.0.6300.12
 @ 1.0In
 1.6
 7017240.0.315
 0.800 1
 650 600 750 650
 650
 7017240.0.2007017240.0.250
 30kA @ 1000VDC
 Weight (kg per 100)
 ─
 aR
 1ms
 [A]0.1000.125
 1h
 1.2In
 ─
 0.64
 0.315
 0.160
 G
 Min─ 60ms
 6ms
 1.4
 Min Max100mA - 800mA ─
 Time-Current Characteristics
 time
 - [s]
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 622
 Voltage Capacity
 IP - (1 000 pieces)e.g. 70 065 84.12.5IP
 IIrated
 Rated Current
 7006584.12.5120kA @ 400VAC
 120kA @ 400VAC
 180
 ─
 Weight (kg per 100)
 ─
 G
 10 12.5
 7006584.10
 1ms
 1.5
 20
 16A - 20A
 [w]
 Dimensions[mm]
 6.3A - 12.5A ─
 TotalI2 t
 Max
 Article Number7006584.6.3
 [mV] 1.8 3.0
 120s
 120kA @ 400VAC
 ─
 CurrentIn
 [A]
 8
 400VAC 400VAC
 Voltage Power
 UL Current
 Pre-arcingBreaking Drop Dissipation I2 tRated
 [A2s]120kA @ 400VAC
 Min
 120kA
 150
 Class
 rec
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 [Un] gRLVDE 0636 Part4
 [A2s] 11 18
 Rated Voltage
 [A]
 7006584.8
 160
 ─
 IEC 60269-4Standard(s)
 31
 120s
 120kA @ 400VAC
 @ 1.0In
 16
 Fusing Time Limits1.1In 1.25In 1.6In 2.0In
 Max Min Max Min Max
 120kA @ 400VAC
 190
 Min
 6.3
 ─ ─
 Units per Package
 1901.2
 3.220
 ─ 1h
 120 210
 Max
 150
 Rated
 E180726
 1h
 7006584.167006584.20
 ─ 1h ─
 5.112
 1.81.9
 35
 Rated Breaking Test
 69
 1h ─ ─ ─
 2.3
 Min
 Time-Current Characteristics
 time
 - [s]
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 623
 Voltage Capacity
 IIrated
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 189000.3.15IP
 Rated Current
 ─ ─
 4.0
 450 400 350 300 300
 35A @ 250VAC
 50A @ 250VAC
 0.400
 0.0034 0.007
 2.5
 10In
 G
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 4 5 6.3
 20
 Dimensions
 35A @ 250VAC
 200A @ 250VAC
 [A2s][mV] [W]
 189000.10
 0.160
 130
 80A @ 250VAC
 0.630
 0.100
 130 12.5 16
 189000.0.200
 35A @ 250VAC
 3 500
 2.02.3
 0.2000.250
 10
 1.6 2
 8
 189000.16189000.20
 300
 80ms
 Max1ms
 2.75In
 189000.8
 189000.0.315189000.0.400189000.0.500189000.0.630
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 Rated Voltage Rated Breaking Test
 [mm]
 189000.12.52.8
 650
 2.5 3.15
 Standard(s)
 Rated
 time
 - [s]
 Class
 0.0630.080
 0.125
 0.02 0.04 0.08 0.15 0.32 0.26
 4 5004 000
 1.25
 250VAC 250VAC 35AF
 0.8
 9 6006 000 0.5
 0.050
 35A @ 250VAC
 0.500
 0.001 0.0014
 160A @ 250VAC
 0.4
 63A @ 250VAC
 0.5
 35A @ 250VAC
 650
 5ms
 189000.0.050189000.0.063189000.0.080189000.0.100189000.0.125189000.0.160
 4In
 ─
 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 35A @ 250VAC 0.20.30.3
 [A] 35A @ 250VAC
 Rated Voltage Power Pre-arcingBreaking Drop Dissipation I2 t
 2s
 0.800 1
 160 150
 Max Min
 100A @ 250VAC
 16A - 20A
 0.30.3
 Fusing Time Limits1.5In
 IEC 60269-2/4
 600 500
 189000.5189000.6.3
 140
 Weight (kg per 100)
 40 80 150
 0.4
 Current
 0.315
 0.6
 189000.0.800
 [A]
 2In
 ─ 20s6.3A - 12.5A ─ ─ ─ 20s
 InCurrent
 Article Number0.7
 189000.1189000.1.25189000.1.6
 220 200 200 180 170
 @ 1.15In
 35A @ 250VAC 5 000
 189000.2189000.2.5189000.3.15189000.4
 35A @ 250VAC
 189000.0.250
 1.1 2 3.3 6.2 13 24
 250
 0.0003 0.0005
 Size 6.3mmx32mm - Glass Tube, Contacts - Brass, Nickel Plated
 0.57
 1.5s 8ms 400ms200ms
 1.3
 Units per Package10
 0.70.80.91.1
 30s ─
 Time-Current Characteristics
 Min
 For 6.3A and higher, consideration should be given to heat dissipation
 1.41.6
 0.6
 [Un]
 125A @ 250VAC
 240
 20ms
 500 6501 2501 600
 Min Max Min Max Min Max
 0.70.7
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 624
 Voltage Capacity
 IIrated
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 189020.3.15AK
 SMD version available 1A - 5A
 Rated Current
 50kA @ 500VAC1
 G
 0.200
 Min
 2.9
 [A2s]
 2.9 3.4 0.9 1.0
 Rated Voltage Rated Breaking Test Class
 140
 189020.1
 190 170 160
 Dimensions[mm]
 [A] [mV] [W]
 Pre-arcing
 [A]
 0.35 0.49 0.4 0.8 1.5 2.5 5 9 18
 6.3
 280
 150
 220
 8
 0.800 1
 0.3150.4000.500
 189020.0.315
 189020.0.800
 50ms
 20 25
 10 12.5
 300 1.6
 16
 189020.10189020.12.5189020.16189020.20
 50kA @ 500VAC1
 189020.0.200189020.0.250
 50kA @ 500VAC1
 50kA @ 500VAC1
 4
 50kA @ 500VAC1 2.5
 1 5003 100
 Weight (kg per 100)
 Units per Package10
 110 110
 1h ─
 130
 2.75In
 0.630
 300
 11
 2
 8ms
 Article Number rec
 0.0035 0.0085 0.036
 Rated
 3.2
 @ 1.5In
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 7 000189020.0.160
 240 500 920
 0.250
 CurrentIn
 [Un]500VAC 500VAC 50kA
 E167295 1.5kA
 Rated
 440VDC 440VAC
 0.160 0.0015
 20ms
 5
 2.5 3.15
 1.25
 Current
 Standard(s)F
 1s ─
 10InMax
 400ms ─ 20ms
 Voltage
 2) cosφ = 1, 1.5kA @ 125VDC
 1) cosφ = 0.3, 1.5kA @ 450VDC , resistive
 50kA @ 500VAC1
 50kA @ 500VAC1 260
 240
 50kA @ 500VAC1
 50kA @ 500VAC1
 1.1
 1.4 1.6 1.8 2.3 2.6
 UL
 6 5006 0001 000 900
 800 700 600 400
 50kA @ 500VAC1
 50kA @ 500VAC1
 189020.0.400189020.0.500189020.0.630 1.3
 1.4 1.2
 1.5kA @ 500VAC2
 1.5kA @ 500VAC2
 4In
 189020.25
 Min Max Min Max Min Max Min
 For 6.3A and higher, consideration should be given to heat dissipation
 time
 - [s]
 0.07 0.19
 189020.2189020.2.5189020.3.15189020.4189020.5189020.6.3189020.8
 50kA @ 500VAC1
 50kA @ 500VAC1
 50kA @ 500VAC1
 189020.1.25189020.1.6
 1.3
 20s 1.5s
 3.7 4.0 5.5 6.5 8.4
 50kA @ 500VAC1
 50kA @ 500VAC1
 1A - 25A
 1.5kA @ 500VAC2
 1.5kA @ 500VAC2
 1.5kA @ 440VAC2
 1.5kA @ 440VAC2
 160mA - 800mA 1h ─ ─ 30m─ 30m 100ms 5s
 40 80 150
 Fusing Time Limits1.5In 2.1In
 DropTime-Current Characteristics
 Breaking Dissipation I2 t
 50kA @ 500VAC1
 Max
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 625
 Voltage Capacity
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 70 094 63.10IP I
 Irated
 IIrated
 Rated Current
 G
 Dimensions[mm]
 time
 - [s]
 1A - 10A 1h ─ ─ 30m
 600VAC 500VAC 50kA
 Rated Voltage Rated Breaking Test Class Standard(s)[Un]
 Min Max Min Max200mA - 800mA 1h ─
 ─ 50ms
 8007009463.0.8007009463.1
 50kA @ 600VAC 600 400 280 260
 0.4 2.5 7.5 3
 0.800 1
 0.4000.500
 40 100 240
 Fusing Time Limits1.5In 2.1In 2.75In 4In 10In
 Min Max Min Max Min Max
 900
 Current[w]
 7009463.0.2007009463.0.4007009463.0.500
 50kA @ 600VAC
 50kA @ 600VAC
 50kA @ 600VAC
 F
 190
 2
 Pre-arcing
 1.62.2
 100ms 5s
 Breaking
 Article Number [A] [mV]
 ─ 30m 20s 8ms
 Drop Dissipation
 400ms
 6 500
 2.93.84.0 10
 5 7
 7009463.27009463.3
 [A]0.200
 RatedCurrent
 In
 50kA @ 600VAC
 50kA @ 600VAC
 50kA @ 600VAC
 50kA @ 600VAC
 50kA @ 600VAC
 50kA @ 600VAC
 20ms─20ms 1s
 Power
 [A2s] 0.0035 0.07 0.19 0.49
 2.91.01.1
 150
 @ 1.5In
 Time-Current Characteristics
 time
 - [s]
 For 7A and higher, consideration should be given to heat dissipation
 1.5s
 Rated Voltage
 Weight (kg per 100)0.12
 Units per Package10
 7009463.57009463.77009463.10 150
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 I2 t
 1.41.2
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 626
 Voltage Capacity
 IIrated
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 189100.2IP
 Rated Current
 G
 Dimensions[mm]
 Pre-arcing
 0.44 0.6 0.6 0.35 0.49
 Min Max
 150 150
 2.32.8
 Standard(s)
 CurrentArticle Number
 200
 35A @ 250VAC
 200 200
 189100.0.125
 189100.16189100.20
 In[A]
 0.0630.0800.100
 189100.0.160 35A @ 250VAC
 189100.6.3189100.8
 Min Max
 189100.10
 0.20.3
 1.62.0
 1 600
 189100.12.5
 200
 RatedCurrent
 Rated Voltage Rated Breaking Test [Un]250VAC 250VAC 35A
 2.75In
 1.01.3
 200ms
 250 250 200 200
 35A @ 250VAC
 10In
 16 20
 0.1250.1600.200
 2.5 3.15 4
 2s
 [mV] [W] [A2s]
 0.30.40.4
 80ms
 35A @ 250VAC
 35A @ 250VAC
 0.5000.6300.800
 1 1.25
 4.0 200A @ 250VAC
 150
 2
 12.5
 189100.5
 30s
 0.9
 For 6.3A and higher, consideration should be given to heat dissipation
 10
 0.3
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.17
 15 189100.15
 189100.0.080
 0.2500.3150.400
 Rated Voltage Power
 0.40.50.60.7
 80A @ 250VAC
 100A @ 250VAC
 125A @ 250VAC
 MaxMin Max
 Fusing Time Limits1.5In 2In
 [A]
 1 2001 100
 500mA - 20A ─
 4In
 Class
 15ms 300ms
 0.26
 Min Max
 0.40.40.50.2
 T
 35A @ 250VAC
 63A @ 250VAC
 200
 35A @ 250VAC
 250 35A @ 250VAC
 35A @ 250VAC
 40A @ 250VAC
 50A @ 250VAC
 1 000 900
 5 6.3 8
 0.050 0.035 0.04
 6s
 189100.0.100
 2 5002 000
 189100.0.200189100.0.250189100.0.315189100.0.400189100.0.500189100.0.630189100.0.800
 189100.3.15189100.4
 0.08
 189100.2.5
 189100.1189100.1.25189100.1.6189100.2
 300 300 300 300
 800msMin
 189100.0.050189100.0.063
 0.3
 @ 1.5In
 0.30.3
 1.4
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 35A @ 250VAC
 0.3
 Units per Package10
 2.9
 I2 t
 ─
 Time-Current Characteristics
 time
 - [s]
 1 500
 3 000
 Size 6.3mmx32mm - Glass Tube, Contacts - Brass, Nickel Plated
 0.8
 150A @ 250VAC
 160A @ 250VAC
 3.2 6.5 5 10 16 24 42 70 130 230 370 630 820 9251 200
 200
 Breaking Drop Dissipation
 Weight (kg per 100)
 150 150
 3.0
 1.6
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 627
 Voltage Capacity
 E167295 & E180276
 189140.0.800
 IIrated
 1 cosφ=1, 10kA @440VAC cosφ=0.3, 1.5kA @ 400VDC without approval 2 cosφ=1, 10kA @ 440VAC cosφ=0.3, 1.5kA @ 400VDC - UL Recognized3 cosφ=1, 1.5kA @ 300VDC without approval
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 189140.1.6IP
 SMD version also available 1A - 6.3A
 Rated Current
 G
 20
 Dimensions[mm]
 UL
 0.06
 [Un] T500VAC 1.5kA
 400VDC
 Standard(s)
 Current
 Class
 400VDC
 I2 t
 1.5kA @ 500VAC2
 1.5kA @ 500VAC2
 1.5kA @ 500VAC2
 1.5kA @ 500VAC3
 300
 [mV][A]
 37 68 80
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1.5kA @ 500VAC2
 135
 0.45 0.45
 3.0
 200
 3 6003 4003 0002 500
 1.5 1.6
 0.04
 In Current
 Rated Rated Voltage
 1.5kA
 Breaking Drop
 0.1250.1600.200
 0.100
 0.800
 0.18
 1.5kA @ 500VAC1
 0.2500.3150.400
 [A]
 Power Pre-arcing
 0.1
 @ 1.5In[A2s]
 189140.0.100 189140.0.125
 500VAC - 250VAC
 1.5kA @ 500VAC1
 Rated Voltage Rated Breaking Test
 Dissipation
 0.500
 189140.1.25 189140.1.6
 5 600
 3.5 4
 19
 215
 1.7 1.8 2.0 0.6
 1.5kA @ 500VAC3
 110 110
 189140.6.3 189140.8
 10
 2In
 189140.2.5
 189140.0.250
 10
 10 180
 1 300
 140
 Min
 30m
 1.5kA @ 500VAC2
 1.5kA @ 500VAC2
 25
 350
 0.25
 0.49 0.91.5kA @ 500VAC
 1 0.7 0.8
 189140.25
 8 189140.10 189140.12.5 189140.16
 189140.2
 100
 1.25 1.6
 12.5
 4 5
 16
 2
 32
 6.3
 ─
 0.630
 2.5 3.15
 1
 160 150
 Fusing Time Limits
 1.5kA @ 500VAC3
 350
 1.5kA @ 500VAc3
 2.75InMax
 1h
 1.2 1.3 1.4 1.5 2.2 2.2
 189140.32
 30m
 189140.1
 Min
 80
 370
 ─
 2.6
 Max
 1.5kA @ 500VAC1
 189140.20
 100mA - 1.6A
 10In
 80s
 1.5kA @ 500VAc3
 189140.3.15 189140.4 189140.5
 Max Min
 100
 189140.0.315 189140.0.400 189140.0.500 189140.0.630
 2A - 32A300ms
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 0.9
 1.3 1.4
 620
 2 500
 1 800
 6 8
 3 400
 1.0 1.1
 1.5kA @ 500VAC1
 95ms 5s
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1.5kA @ 500VAC1
 1 600 450 400
 2 000
 0.35
 100
 3 900
 ─ 400ms 80s1h
 Min
 ─ 400ms
 189140.0.160 189140.0.200
 Article Number rec
 100
 [W]
 1.5In
 300ms
 Min4In
 150ms
 1.4 3.2 5.2
 100
 Max
 5s 20ms
 Max10ms
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 Units per Package10
 Time-Current Characteristics
 time
 - [s]
 Weight (kg per 100)
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525

Page 57
                        
                        

SIBA LLC
 FUSES
 628
 Voltage Capacity
 IIrated
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 189500.1.25IP
 Rated Current
 Dimensions[mm]
 189500.6.25 10kA @ 125VAC2
 Fusing Time Limits1In 1.35In
 G
 ─ ─
 1.0 1.3
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1 3.2
 2.8
 3.2A - 6.25A 4h
 220 0.80
 Units per Package
 ─
 6.25
 189500.3.2189500.4
 200 200
 2InMin Max Min
 450 400 370
 600 1 300
 10kA @ 125VAC2
 10kA @ 125VAC2189500.5
 90 120 160 350 590
 2.5
 3
 4 5
 ─ ─ ─
 RatedCurrent
 0.800 1 1.25
 Drop
 840
 189500.1.5189500.1.6
 189500.0.400
 189500.0.700189500.0.600
 Rated Voltage
 100A @ 250VAC1
 Article Number189500.0.300
 4.5
 0.300
 350
 189500.1.25
 Rated Breaking Test
 Current @ 1.0In
 125VAC 10kA
 [Un]
 6.4 13
 Dissipation
 189500.0.375
 580 500
 [A2s]
 250VAC 100A125VAC
 0.26 1.5[A] [mV] [mw]
 Min Max
 1) 10kA@125VAC, 100A@250VAC - cosφ = 0.7 - 0.82) 10kA@125VAC, cosφ = 0.7 - 0.8
 300mA - 3A 4h─ ─
 200 0.70
 ─ ─ ─
 270
 10
 1h 12s
 Drop
 100A @ 250VAC1
 100A @ 250VAC1
 189500.2189500.2.5
 1h 5s ─
 290
 ─
 I2 t
 32 55 330
 600
 Max Min Max Min
 T/D250VAC
 660
 0.56 0.66 0.73 0.76
 189500.1
 730
 CSA C22.s
 0.29 0.33 0.36
 2.5 5.4 3.1
 Power Pre-arcingBreaking
 870
 Time-Current Characteristics
 time
 - [s]
 No. 248-14
 Standard(s)UL 248-14
 0.75
 0.410.600
 2
 0.400
 19 25
 Rated Voltage
 100A @ 250VAC1
 100A @ 250VAC1
 250
 0.40 0.45 0.50 0.56
 189500.0.800
 0.32 2.5
 189500.2.8189500.3
 ─
 1.6
 0.375
 0.700 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 100A @ 250VAC1
 Max
 1.5
 In
 Class
 Size 6.3mmx32mm - Glass Tube, Contacts - Brass, Nickel Plated
 Weight (kg per 100)
 0.500
 [A]
 189500.0.500
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
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SIBA LLC
 FUSES
 629
 Voltage Capacity
 AK - with assembled leaded capsIP - (1 000 pieces)e.g. 70 065 26.10IP
 Rated Current
 RM
 S P
 rosp
 ectiv
 e C
 urre
 nt
 Breaking
 1
 MaxMax Min
 7006526.57006526.6.3
 8
 Dimensions
 7006526.2.57006526.3
 400VDC 30kA
 4
 G
 1.25
 7006526.2 270 250
 Time-Current Characteristics
 375 300
 1.1 2.2 6.5 0.6
 0.6 30 22 50 85150300
 7006526.4
 [Un] 400VDC
 300mA - 8A 1h 1h
 Article Number
 Drop Dissipation I2 tCurrent @ 1.0In
 [A][A]7006526.17006526.1.25
 Total
 1.6
 CurrentIn
 I2 t
 11 23 42
 Max Min Max
 3.15
 6.3
 2
 7006526.8 30kA @ 400VDC 175 1.4
 ─ ─ ─ ─ ─ ─
 200 1.1 1.3
 Virtual pre-arcing time[s]
 5
 2.5
 Min
 220 210
 0.7 0.8
 ─ ─
 Rated
 ClassgPV
 Rated Voltage Rated Breaking Test
 Rated
 [A2s]
 Weight (kg per 100)
 Units per Package10
 [mm]
 0.63
 15
 0.60 30kA @ 400VDC
 30kA @ 400VDC
 7.1
 Fusing Time Limits1.1In 1.45In
 Min Max Min
 500
 30kA @ 400VDC
 600[W] [A2s]
 FollowingIEC 60269-4
 Size 6.3mmx32mm - Ceramic Tube w/Filler, Contacts - Brass, Nickel Plated
 [mV]
 Standard(s)
 30kA @ 400VDC
 30kA @ 400VDC
 30kA @ 400VDC
 Voltage Power Pre-arcing
 14
 0.9
 83150
 30kA @ 400VDC
 0.58 1.1
 30kA @ 400VDC
 3.27006526.1.6 30kA @ 400VDC
 RoHS
 Ø
 31± 0.8
 6.35 ±0.1
 G
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525

Page 59
                        
                        

SIBA LLC
 FUSES
 630
 Voltage Capacity
 IIrated
 IIrated
 Rated Current
 M/F
 0.100
 1 300 950
 0.160
 183000.0.800
 ─
 6.3
 183000.0.500183000.0.630
 400 370 340
 ─ ─ 30m
 M
 In
 4
 0.125
 183000.1
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1 600
 0.315
 183000.1.6183000.2183000.2.5183000.3.15183000.4183000.5
 1.25
 0.4000.500
 320 310
 Rated Voltage Current
 183000.6.3
 80A @ 500VAC
 80A @ 500VAC
 ─
 1.5kA @ 500VAC
 0.800 1
 183000.0.250
 183000.0.100
 183000.0.125183000.0.160183000.0.200
 6 300
 Rated Pre-arcing
 183000.0.315183000.0.400
 520
 Rated Voltage
 700
 G
 1h
 0.250
 Current
 4 7003 6002 8002 100
 2
 183000.1.25
 0.630
 0.032
 5
 1.6
 Min Max Min Max
 [W]
 Breaking Dissipation
 [A]
 0.063
 Time-Current Characteristics
 Standard(s)DIN 41686
 500VAC 50A
 Fusing Time Limits1.5In 2.1In 2.75In 4In 10In
 2.5
 0.080
 1.5kA @ 500VAC
 80A @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 Drop
 0.050
 0.200
 3.15
 [A2s]
 1.5kA @ 500VAC
 32mA - 100mA 1h ─ ─ 2m ─ ─ 40ms 500ms 5ms 30ms125mA - 1A
 1 250
 Dimensions
 80A @ 500VAC
 Article Number
 Class[Un]
 450
 Power
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 80A @ 500VAC
 [mm]
 Max
 300
 1.5kA @ 500VAC
 1.5kA @ 500VAC
 @ 1.0In
 2 300
 time
 - [s]
 [A] [mV]
 183000.0.032183000.0.050183000.0.063183000.0.080
 time
 - [s]
 Min
 1 000 800 620
 Weight (kg per 100)
 Units per Package
 ─ 300ms ─ 20ms
 Max Min Max
 1 600
 500VAC
 ─
 F
 Min
 Data On Request
 I2 t
 Rated Breaking Test
 Size 8mmx40mm - Glass Tube(M), Ceramic Tube(F), Contacts - Brass, Nickel Plated
 400ms ─ 30ms1.25A - 6.3A 1h ─ ─ 30m ─ ─
 RoHS
 Ø
 40± 1
 8.3 ±0.3
 G
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 631
 Voltage Capacity
 Article Number
 IIrated
 Rated Current
 Dimensions[mm]
 185000184000
 DIN 4156935A
 6.3
 Rated
 2
 [A]
 Rated
 35A
 4
 1.2kVAC 1.2kVAC
 184000.0.032
 185000.3.15185000.4
 G
 0.0800.100
 0.125
 0.500
 0.160
 184000.0.080184000.0.100
 184000.0.125184000.0.160184000.0.200184000.0.250184000.0.315
 184000.1.6184000.2184000.2.5
 184000.0.500
 [Un]
 7 0006 0005 0002 000
 @1.2kVAC
 M/F DIN 41570
 0.0320.050
 2.5
 35A
 Rated Voltage
 0.063
 Rated Breaking Test Class
 [A]
 3.15
 1 1.25 1.6
 0.6300.800
 0.200
 184000.0.050
 In
 9 5008 000
 185000
 0.250
 4 500
 1 300 1 500
 17 50014 00012 000
 460
 On Request 5
 Current
 184000.3.15
 185000.1.25185000.1.6185000.2185000.2.5
 0.315
 185000.0.160185000.0.200185000.0.250185000.0.315
 185000.0.032
 10 500
 1 900
 F
 30m ─125mA - 4A 1h
 Min Max Min Max Min Max
 184000.0.630184000.0.800184000.1184000.1.25
 184000.4
 4In 10InMin Max
 32mA - 100mA 1h ─ ─300ms ─
 ─ 30ms20ms20ms─
 30m ─ ─ ─ 500ms
 2.1In 2.75In
 Weight (kg per 100)
 1 000 900 800
 540 500
 @3kVAC
 Time-Current Characteristics
 time
 - [s]
 1 600
 Drop
 2 3001 900
 1.5In
 950
 3 000 2 400
 300ms ─
 Current Maximum
 Voltage Breaking
 1h─
 35A
 184000.5184000.6.3
 185000.0.080185000.0.100
 185000.0.125
 VoltageDrop
 Maximum[mV]
 185000
 860 760 640
 1 7001 500
 Standard(s)
 9 000 3 500
 185000.0.050
 0.400
 185000.1
 184000[mV]
 184000
 184000185000
 Weight (kg per 100)
 184000
 ───
 1 500 1 300 1 200
 Units per PackageUnits per Package
 Fusing Time Limits
 ─
 1.2kV 75 2071 037 01
 M
 125mA - 6.3A
 184000.0.400
 184000.0.063
 30m
 6.34
 RatedPower
 W44
 FuseRated Dimensions
 Article No. Voltage [mm]L Z
 ─
 Max
 185000
 ─ ─
 71 034 01
 Min
 Fuse Base
 3kVAC 3kVAC8mmx50mm -Size 8mmx85mm - Ceramic Tube, Contacts - Brass, Nickel Plated
 3kV 110 20
 RatedCurrent
 A
 185000.0.400185000.0.500185000.0.630185000.0.800
 Article Number
 185000.0.063
 RoHS
 50± 1
 Ø 8 -0.3
 85± 1
 Ø 8 -0.3
 G
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525
 Order from: MARYLAND METRICS P.O.Box 261 Owings Mills, MD 21117 USA phones: (410) 358-3130 (800) 638-1830 faxes: (410) 358-3142 (800) 872-9329
 URL: http://mdmetric.com E-mail: [email protected] RFQ form: http://mdmetric.com/rfq.htm How to order: Please preface each SIBA art. no./part no. with 'R367-' Example (using the part number): R367-1100525

Page 61
                        
                        

SIBA LLC
 FUSES
 632
 Voltage Capacity
 Article Number
 IIrated
 Rated Current
 Dimensions[mm]
 187000186000
 186000187000
 [mV]M
 @
 187000.0.032
 1.6 186000.1.6 187000.1.6
 Rated Rated Voltage Voltage
 186000.0.200 187000.0.200 35A 16 000 21 000
 186000.0.032
 Article Number [A]
 0.160
 0.100 4 000
 [A]
 2 900
 0.125 186000.0.125
 8mmx150mm - Ceramic Tube, Contacts - Brass, Nickel Plated
 time
 - [s]
 0.0320.050 186000.0.050
 6kVAC 35A
 G
 186000 187000
 Standard(s)DIN 41683
 0.250
 0.063
 186000.0.315 187000.0.315
 187000.0.500
 Current Maximum Maximum
 5 000
 Current Breaking Drop DropIn
 0.200186000.0.250 187000.0.250
 186000.0.063
 14 000
 22 000 27 000
 [mV]
 186000.0.100
 [Un] M/FRated Voltage Rated Breaking Test Class
 F187000.0.125
 RoHS 6kVAC
 Size 8mmx120mm - 10kVAC 10kVAC 35A
 2 900
 1 400
 4 400 8 500
 18 500
 3 200
 186000.4
 5 000 6 000
 20ms
 0.800 186000.0.800 187000.0.800 1 187000.1
 @
 1.25
 3.15 4
 0.500
 6kVAC 12 000 17 0000.400
 Weight (kg per 100)
 35A 2 000 2 700 2 400
 1h ─
 71 040 01 18600071 043 01 187000 100 2 4
 Weight (kg per 100)
 186000.0.160 19 000 24 000187000.0.160
 187000.0.100
 300ms ─
 186000.2.5
 186000.0.500
 187000.0.063 3 800
 Time-Current Characteristics
 186000.3.15
 186000.1 10kVAC 1 800 2 100186000.1.25
 1 300 1 600
 187000.0.050
 0.080 186000.0.080 187000.0.080
 187000 2 300
 187000.1.25
 0.630 186000.0.630
 186000.0.400 187000.0.400
 L Z A W
 14 000
 6 500
 6 000
 186000
 Fuse BaseFuse
 Rated Dimensions Rated RatedArticle No. Voltage [mm] Current Power
 ─ 500ms ─ 30ms125mA - 6.3A 30m ─ ─
 32mA - 100mA 1hMaxMax
 Units per Package
 187000.0.630
 DIN 41684
 ─ ─ 30m ─ ─
 2 186000.2 1 100 1 400 2.5
 0.315
 6kV
 Min Max Min Max
 ─
 1 800
 1 900
 187000.2
 145 80 4 410kV 175
 Units per Package
 ─125mA - 4A 1h ─ ─ 30m ─ ─ ─ 300ms ─ 20ms
 On Request
 Fusing Time Limits1.5In 2.1In 2.75In 4In 10In
 Min Max Min Min
 120 ± 1
 Ø 8 -0.3 Ø 8 -0.3
 150 ±1
 G
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 633
 Article Number
 4W4W
 4W
 Fuse Holder
 10mmx85mm
 Article Number
 300A
 VotageRating
 Dimensions CurrentRatings
 3kVAC
 1.5kVAC/1kVDC
 1.5kVAC/1kVDC
 3kVAC
 1kVAC
 1kVAC
 1kVAC
 0.5A - 4A
 BreakingCapaciy
 150A /10kADC
 15kA15kA25kA300A
 1A - 20A
 3kVAC
 Fuse Size
 Votage Current Fuse Size Rated
 2A - 16A1A - 12A
 aMFT
 Fuse BaseArticle Number
 2A - 16A0.5A - 10A2,5A - 6.3A
 6kVAC
 10kVAC
 10mmx85mm
 11mmx79mm11mmx79mm10mmx85mm12mmx100mm12mmx100mm12mmx150mm
 RatingCurrentRatings
 7103702 3kV 6.3A
 3kV
 71 031 01
 300A300A
 71 030 01
 Class
 FTF
 Rated Power
 6kV10kV
 6.3A4A2A
 FF
 1.5kAAC/300ADC
 Votage
 12mmx200mm
 0.125A - 4A0.63A - 12.5A
 Rating Ratings Power
 10mmx85mm10mmx85mm
 12mmx100mm12mmx150mm12mmx200mm
 4W71030017103101
 7102901
 G Standard(s)Company Miniature G High Voltage Fuses
 Ceramic Tube w/Filler, Contacts - Copper Alloy, Silver Plated
 70115097011527701155270129277012952
 7002924700292770030247003124
 7017182
 TF
 0.5A - 2A
 71 029 01
 71 037 02
 RoHS
 G
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 634
 rated current 6.3 Amounting printed circuit boardpin distance 5.08 mm hole Ø 1 mm
 printed circuit boardbrass, tinnedsolderable
 rated voltagerated current 6,3 Arated power 1,6 Wmounting printed circuit board, screw or rivetconnections solderapprovals VDE
 PCB mounting pattern
 199011
 10A, Ø 6.3 mmrated current 6.3A, Ø 5 mm
 mountingmaterial connections
 For Ø 5 mm For or Ø 6.3 mm
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm
 G
 199012
 199429
 166602
 Cover
 Fuse clips for miniature Fuse Links with 5mm & 6.3mm cap Ø
 250 VAC, 300VDC
 Fuse Holders for Sub-miniature Fuses 8.4mm x 7.6mm with short leads
 199073 199207 199487
 RoHS
 G
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 635
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm
 rated voltagerated current 6,3 Arated power 1,6 Wmounting printed circuit board, screw or rivetpin distance 22.5 mm hole Ø 1.5 mmconnections soldercover 199016 thermoplastic. transparent
 approvals UL(rec), VDE approvals UL(rec), VDE
 rated voltage 250 VAC
 rated current 6,3 Arated power 1,6 Wmounting printed circuit boardpin distanceholeconnections soldercover 199016 thermoplastic. Green
 approvals UL(rec), VDE
 rated voltagerated current 6,3 Arated power 1,6 Wmounting printed circuit boardpin distance 15 mm hole Ø 1.3 mm / 2.6mmconnections solder
 22.5 mm Ø 1.5 mm
 G
 250 VAC
 199016
 199018
 199015 199015A
 199060
 250 VAC
 199019
 RoHS
 G
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 636
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm
 approvals UL(rec), VDE approvals UL(rec), VDE approvals UL(rec), VDEmounting panel mounting panel mounting panelhole 13mm hole 12.7mm hole 12.7mmlocating lug locating lug locating lug locknut SW14 locknut SW14 locknut SW14fuse carrier screw cap fuse carrier screw cap fuse carrier screw capconnections 2.8mm plug connector connections 2.8mm plug connector connections 2.8mm plug connector
 or solderable or solderable or solderable
 rated voltage 250 Vrated current 6.3 Arated power 2.5 Wdielectric strength 3 kVprotection standard IP 40shock safe category PC2
 mounting panel mounting PCB mounting PCBhole 12.7mm pin distance 10mm pin distance 10mmlocating lug via hole via holelocknut SW14fuse carrier bayonet cap fuse carrier bayonet cap fuse carrier bayonet capconnections solder connections solder connections solderapprovals UL(rec), VDE approvals UL(rec), VDE approvals UL(rec), VDE
 G
 Ø 1.3 +0.1 mm Ø 1.3 +0.1 mm
 199030 199035 199040
 199055 199045199050
 RoHS
 G
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 637
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm
 rated voltage 250 V rated voltage 250 Vrated current 6.3 VDE / 10A UL/CSA rated current 6.3 VDE / 10A UL/CSArated power 2.5 W rated power dielectric strength 3 kV dielectric strength 3 kV protection standard IP 40 protection standard IP 40shock safe category PC2 shock safe category PC2mounting panel mounting panelhole 12.7mm hole 12.7mmlocating lug locating lug locknut SW14 locknut SW16fuse carrier bayonet cap fuse carrier bayonet capconnections 4.8mm plug connector connections solderapprovals UL(rec), VDE approvals UL(rec) CSA (10A), VDE SEMK0(6.3A)
 rated voltage 250 Vrated current 6rated power 1.6 Wmounting in line fuse holderlocking bayonet typeconnections solderable
 199090
 In Line Fuse Holders for miniature Fuse Links 5mm x 20mm
 199080
 G
 199070
 RoHS
 G
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 638
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm / 6.3mm x 32mm
 rated voltage 500V (VDE) / 600VAC/DC(UL/CSA) rated voltage 500V (VDE) / 600VAC/DC(UL/CSA)rated current 10A (VDE) / 16A (UL/CSA) rated current 10A (VDE) / 16A (UL/CSA)rated power 4 W rated power 4 Wdielectric strength 3 kV dielectric strength 3 kV mounting surface mount mounting PCBfixing rivet or screw fixing rivet or screwconnections solder connections solderapprovals UL(rec), VDE approvals UL(rec), VDE
 G
 199511 199537
 Drill Pattern
 Soldder Pad
 RoHS
 16 4
 12
 G
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 Fuse Holders (Fuse Blocks) for miniature Fuse Links 6.3mm x 32mm
 rated voltage 500V (VDE) / 600VAC/DC(UL/CSA)rated current 10A (VDE) / 20A (UL/CSA)rated power 4 W @ 10Adielectric strength 3 kVprotection standard IP 40shock safe category PC2mounting panelhole 16.5mmlocating lug locknutfuse carrier bayonet cap
 Approvals UL(rec), VDE connections 6.3x0.8mm plug connector
 rated voltage 500V (VDE) / 600VAC/DC(UL/CSA)rated current 16A (VDE) / 30A (UL/CSA)rated power 4 W @ 16Adielectric strength 3 kVprotection standard IP 40shock safe category PC2mounting PCBfuse carrier screw capconnections solderable THT
 approvals UL(rec), VDE
 G
 199530
 199550199552
 199531
 Hole Pattern
 RoHS
 56.5
 M16x2/2
 4 45
 SW14
 ø 19 6.3x
 0.8
 max. 9 (CSA: max. 4)
 8
 21.9
 1.8
 0-0.3
 +0.1515 0
 16
 +0.
 150
 16.5
 0.8
 4
 54.8
 ø 19
 14.9
 10.1630.4811.7715.24
 0.9ø 2.57.627.62
 8.5
 ø19
 0.9
 10
 1.6
 19.5
 0.8
 screw
 G
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 Fuse Holders (Fuse Blocks) for miniature Fuse Links 6.3mm x 32mm
 approvals UL(rec), VDErated voltage 500V (VDE) / 600VAC/DC(UL/CSA)rated current 16A (VDE) / 30A (UL/CSA)rated power 4 W @ 16Adielectric strength 3 kVprotection standard IP 40shock safe category PC2mounting panelfixing nutfuse carrier screw capconnections 6.3x0.8mm plug connector
 rated voltage 250VAC
 rated current 10A (VDE) / 16A (UL/CSA)rated power 2.5 W @ 10Adielectric strength 3 kV protection standard IP 40shock safe category PC2mounting PCBpin distance 7.62x5.08mmvia hole Ø 1.3 +0.1 mmfuse carrier bayonet capconnections solder
 7100127 approvals UL(rec), VDE
 7100128 approvals UL(rec), VDE
 G
 199552
 199555
 RoHS
 4 max. 10
 M18.5x2/2
 63
 SW 22
 ø 2
 2
 ±0.5
 8.5
 1.8
 ø1
 2.5 ø
 11.
 1
 2ø
 6.45
 4.9
 26.72.71
 57.1
 .500-0.05
 5.5
 32
 5.0
 8
 1.3+0.10
 +0.12 0
 ±0.
 1
 (7.62)12.7
 20.32
 ±0.1
 ±0.1
 G
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 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm
 rated voltage 250 VAC
 rated current 10 VDE / 16A UL/CSArated power 2.5 W @ 10Adielectric strength 3 kVprotection standard IP 40shock safe category PC2mounting panelhole 13mmdistortion protection locknut M12.7x1.5fuse carrier bayonet capconnections solder
 7100129 approvals UL(rec), VDE
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 6.3mm x 32mm
 rated voltage 250 Vrated current 20Arated powerdielectric strength 3 kVprotection standard IP 40shock safe categorymounting panelhole 15.1mmlocating luglocknut SW18fuse carrier bayonet capconnections solder
 G
 199052
 RoHS
 RoHS
 G
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 642
 Press on leads for miniature Fuse Links 5mm x 20mm and 6.3mm x 32mm
 204000 Max 6.3A D=0.65mm
 204001 Max 10A D=0.8mm
 204002 Max 16A D=1mm
 204100 Max 12.5A D=0.8mm
 204101 Max 20A D=1mm
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 6.3x32mm
 rated voltage 250 Vrated current 10Amounting paneldielectric strength 3 kVprotection standard IP 40shock safe categorymounting panelhole 0.5x1mmlocating luglocknut SW18fuse carrier bayonet capconnections solder
 G
 Ø 5mm Ø 6.3mm
 Ø 5mm
 Ø 6.3mm
 199022
 RoHS
 RoHS
 Ø D
 Ø D
 G
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 FUSES
 643
 Fuse Holders (Fuse Blocks) for miniature Fuse Links 5mm x 20mm or 6.3mm x 32mm
 7100114 approvals UL(rec), VDE, CSArated voltage 250VAC
 rated current 10A (VDE) / 16A (UL/CSA)rated power 2.5 W @ 10A(5x20mm)rated power 3.2 W @ 10A(6.3x32mm)dielectric strength 3 kV protection standard IP 40shock safe category PC2
 7100116 approvals UL(rec), VDE, CSA
 mounting PCB rated voltage 250VAC
 pin distance 15.24mm rated current 10A (VDE) / 16A (UL/CSA)via hole Ø 1.3 +0.1 mm rated power 2.5 W @ 10A(5x20mm)fuse carrier bayonet cap rated power 3.2 W @ 10A(6.3x32mm)connections solder dielectric strength 3 kV
 protection standard IP 40shock safe category PC2
 5x20mm 6.3x32 mounting PCBpin distance 10mmvia hole Ø 1.3 +0.1 mmfuse carrier bayonet capconnections solder
 rated voltage 250Vrated current 10A (VDE) / 20A (UL)rated power 4 W @ 10Adielectric strength 3 kVprotection standard IP 40shock safe category PC2mounting panelhole 13mmlocating luglocknut M12.7x1.5fuse carrier bayonet capconnections solder
 7100123 approvals UL(rec) 20A, VDE 10A
 7100124 approvals UL(rec), VDE,CSA
 G
 7200108 7200109
 RoHS
 G
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SIBA LLC
 FUSES
 644
 643634634
 604601606598611607612613563619619603604610613619605602599604615615615618618618
 632597623626628624627617
 7115801
 7016173
 157000GT
 643
 595594
 588
 593
 7015902
 7008913
 632 1990737400102
 189100
 7017373
 196000 187000
 592595
 626
 592595594592
 586587
 596586
 70 065 63
 171100
 1850007003709
 70 040 10
 7000401
 7001004
 7000102
 587
 593596593596
 pageELU
 166602 7115801 171100 7000401 171525
 172100
 172525
 page SIBA
 189000 70 059 60 189020
 5867005437
 172000
 7005961
 189140
 7000134
 164050 164000 7016072
 164550 7016271 165000 7016002
 620630
 588
 165050 7015902 7012540
 185000 70 037 09
 70 043 10
 166000 7016073
 158000 7016975 157000 7016974
 587
 588
 184000 70 032 09 184000 70 034 09
 SIBA ELU page SIBA
 164500 7016371
 7008913
 631631631
 7000234
 632632632623624626
 1790207004310
 166050
 186000592593593594594595
 SIBA Cross Reference
 ELU → SIBA SIBA → ELU
 ELU SIBA page ELU
 594
 592 179120 160000 7017373
 631632
 70 170 74
 7016276
 7016476
 7000740
 172530
 173100
 1900007000181
 7016471
 165000GT7016102
 7016371
 7016271
 7016376
 603603
 179150
 179200
 157000 158000
 158000GT 70 170 75
 187000
 595
 596634
 7012540
 7015972
 70160027015973
 7016073 166000
 164050
 165000
 165050
 166050
 164000GT7016172
 7006565
 1895007005976
 166602
 642642598599
 615619604604605613613615615617619610601602
 7001908 70 019 08
 184000
 7008913 70 089 13 7012540
 618618618618614617620586
 172200 179021
 164500GT
 587588 7003509
 185000 70 035 09
 186000 70 038 10
 171525
 171526
 70 014 0770 016 07
 7001707 70 017 07
 70 059 76 190000 70 001 81 196000 70 054 37
 74 001 0274 001 0373 001 0173 001 0270 001 4070 007 4070 012 05
 199073 199207 204000 204100 7000140 7000740
 1992077400103
 7001205 7001407 7001607
 172525
 172526 172526
 592593
 634634
 631631
 1890007005960
 189020
 189100 70 059 61 189140 70 065 65 189500
 7017074 158000GT
 166000GT
 166500GT
 187000 70 041 10
 70002347000302 172530
 70 001 4070001407000135
 629628
 7000502 172526 7001005
 70 164 71
 70010057001105
 165000GT
 7000765
 630
 70012057001205
 160000GT 160000
 164500
 164550
 166500
 166550
 618614631631
 7017075
 160000GT7017473
 7014311
 179500
 183000
 7016072
 1860007004010 1870007004110
 596
 612597
 166500 7016376 166550 7016276
 7015972
 7015973
 632
 157000GT
 632
 7000334 171530
 164000
 2040007300101 2041007300102594
 595596
 70 161 02 166000GT 70 161 73
 70 125 40
 7000740
 7003209 1840007003409
 172530 7000302 172530 7000602 173100 7000403 179020 7000134 179021 7000733 179120 7000135 179150 7000179 179200 7000765 179500 7000176 183000 7014311
 70 164 76
 172100 7000402 172200
 172526 7001105
 7000702 172525 7000202 172525
 166500GT
 185000
 164500GT 18600070038 0
 171526 7001004
 70 174 73 164000GT
 606607604611
 70 161 72
 70014077001407700160770016077001707700170770019087001908
 171530 7000334 172000 7000102
 70169747016975
 7000402
 7000702
 7000202
 70005027000602
 7000403
 7000733
 70001797000176
 7006563
 G
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                                Consumer Aftermarket Product Catalog - Cooper … Fuses *See Price Sheet for all available ratings. *See Price Sheet for all available ratings. For product information and Data Sheets,

                            

                                                    
                                Hi-Tech FX full-range current-limiting fuses Trans-Guard ......44 ELASTIMOLD & HI-TECH FUSE PRODUCTS Applications: Trans-Guard FX fuses are available in a broad range of ratings. For

                            

                                                    
                                Expanded DC ratings on KWN-R and KWS-R 1-60A fuses · 2020. 12. 24. · 250V KWN-R and 600V KWS-R fast-acting Limitron™ fuses are UL Listed, current limiting Class RK1 fuses. The

                            

                                                    
                                4520 Exam IIA References - · PDF fileECET 4520 – Fall 2014 – Exam II References 240.6 Standard Ampere Ratings. (A) Fuses and Fixed-Trip Circuit Breakers. The standard ampere ratings

                            

                                                    
                                Section Bussmann series IEC page Fuses cylindrical fuses · IEC and British Standard fuses — 5 IEC and British Standard fuses Contents Description Section page Fuses CSA Type P

                            

                                                    
                                Switch Disconnectors and Fuses - simotech.co.za · 7/29 SITOR semiconductor protection fuses 7/33 NEOZED fuses 7/36 DIAZED fuses 7/39 LV HRC fuses 7/48 Cylindrical fuses Switch Disconnectors

                            

                                                    
                                AltechCorp - Fuses

                            

                                                    
                                Square Body Fuses - Barr-Thorp€¦ · Square Body Fuses General Information ... E1 = Voltage drop across fuse after 5 seconds ... Bussmann with voltage ratings of 380 to 10,000V

                            

                                                    
                                Semiconductor (AC) fuses Semiconductor fuses …docs-europe.electrocomponents.com/webdocs/0ff5/... · Semiconductor (AC) fuses Semiconductor fuses ... I2t and high breaking capacity

                            

                                                    
                                Meeting The New Selective Coordination Code Requirements · published fuse selective coordination ratios to select the correct upstream fuse ratings. In addition, locate open fuses

                            

                                                    
                                Fuses for Semiconductor Protection - RS Components URZ URZ 4 SICHERUNGEN/FUSES Fuses for Semiconductor Protection Cylindrical Fuses Rated Part No. Rated Breaking Weight Pack Current

                            

                                                    
                                S5937 - LV HRC Fuses DIN Type-Cat.p65 -  · PDF fileLV HRC Fuses: DIN Type ... With a wide current range, multiple voltage ratings and high ... The combination indicator Fuse has

                            

                                                    
                                Integrated Equipment Ratings Application Handbook · warrant this Integrated Equipment Rating. Fuses Don't apply fuses using the up‐over‐ down method. This graphical / empirical

                            

                                                    
                                Abb High Voltage Hrc Fuses Abb Hrc Hv Fuses

                            

                                                    
                                Expanded DC ratings on KWN-R and KWS-R 1-60A fuses...Bussmann series KWN-R and KWS-R DC rated RK1 fuses product profile No. 10438 Subject: Product feature and benefits of the 250Vac/dc

                            

                                                    
                                ABB High Voltage Capacitor Fuses ABB CIL HV Fuses

                            

                                                    
                                Semiconductor fuses Semiconductor (AC) fuses Other ...€¦ · Semiconductor fuses Semiconductor (AC) fuses SCAC202 Other Protistor® Fuses BS88-4 Fuses 10x28, 17x27 - 250 VAC 12/04

                            

                                                    
                                Product Catalog - Cooper Bussmann Protection 31 Medium Voltage Fuses UL/CSA Fuses Current Limiting UL/CSA Fuses General Purpose Special Purpose Fuses Canadian Fuses & Holders Application

                            

                                                    
                                Semiconductor fuses Semiconductor (AC) fuses Square-body 

                            

                                                    
                                CEE4 2 Econ territorio - c430.itc430.it/attachments/article/104/CEE4 2 Econ territorio.pdf · tori: il settore primario, il secondario ed il terziario. ... mico non ha avuto lo stesso

                            

                                                    
                                SIBA Fuses DC Traction Fuses - Rail Industry Fuse Links

                            

                                                    
                                British Standard Fuse Links - Pro Fuse International British Standard Fuses House service and consumer unit fuses are BS1361 Ratings from 5A to 100A 415V rated 33KA Breaking capacity

                            

                                                    
                                Special Purpose Fuses - Компоненты силовой …Special Purpose Fuses Special Purpose Fuses 03/06 European Fuses DIN Forklift Fuses CNN DIN, CNL Ferraz Shawmut is launching

                            

                                                    
                                Power Fuses Midget, Miniature & PC Mount Fuses … Gould Shawmut Bussmann General Electric Power Fuses Midget, Miniature & PC Mount Fuses Medium Voltage Fuses Special Purpose Fuses

                            

                                                    
                                IEC and British Standard Fuses - Brews Supply€¦ · IEC and British Standard Fuses IEC & British Fuses ... voltage drop. Fuses with gG ... Bussmann gG fuses to BS 88: Parts 2 and
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                                Section page Fuses Bussmann series IEC cylindrical fuses ......5 — IEC and British Standard fuses CDN, CDS and PON CSA Type P and D fuses CSA time-delay Type D and P fuses. Ratings

                            

                                                    
                                Medium Voltage Fuses - Cooper  · PDF fileDIN IEC fuses for transformer protection ..... 84 Potential transformer fuses ... Medium voltage fuses generally fit into two categories

                            

                                                    
                                3-8 CLE, HLE and HCL Fuses Ratings and Selection...July 2003 3-8 For more information visit:  PG01303001ECLE, HLE and HCL Fuses 1 2 3 4 5 6 7 Ratings …

                            

                                                    
                                2001 fuses

                            

                                                    
                                RF Punch 2K4 – These ATC fuses are easily accessible in case of failure.Always replace fuses with same type and rating.See Specifications for fuse ratings. 13. Speaker Terminals

                            

                                                    
                                fuses fuse holders ELECTRONIC - DF Electric - Fuses 

                            

                                                    
                                Operating Precautions - Koehlke Components, Inc. · Operating Precautions This manual contains ratings and data for a fuse selection. Before using KAMAYA fuses, please make sure of

                            

                                                    
                                Section Bussmann series IEC page Fuses … and British Standard fuses — 5 IEC and British Standard fuses Contents Description Section page Fuses CSA Type P and D fuses (CDN, CDS

                            

                                                    
                                Model 9103 and 9104 - Amazon Web Services · instrument from the power line before replacing fuses. Replace fuses only with new fuses of the fuse types, voltage ratings, and current
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